
S
a
e

J
I

a

A
R
R
2
A
A

K
S
A
N
N
O

1

r
v
s
a

s
s
a
a
r
f

o

0
h

Applied Catalysis A: General 452 (2013) 179– 188

Contents lists available at SciVerse ScienceDirect

Applied  Catalysis A:  General

j ourna l ho me page: www.elsev ier .com/ locate /apcata

ynthesis  of  Ni/Al2O3 and  Ni–Co/Al2O3 coatings  onto  AISI  314  foams
nd  their  catalytic  application  for  the  oxidative  dehydrogenation  of
thane

.P.  Bortolozzi,  L.B.  Gutierrez,  M.A.  Ulla ∗

nstituto de Investigaciones en Catálisis y Petroquímica, INCAPE, (FIQ, UNL-CONICET), Santiago del Estero 2829, 3000 Santa Fe, Argentina

 r  t  i  c  l  e  i  n  f  o

rticle history:
eceived 4 October 2012
eceived in revised form
2 November 2012
ccepted 23 November 2012
vailable online xxx

eywords:
tructured catalyst
ISI 314 foam
i/Al2O3

i–Co/Al2O3

xidative dehydrogenation

a  b  s  t  r  a  c  t

The  aim  of  this  work  was  to  obtain  alumina-supported  Ni and  Ni–Co  oxide  catalytic  coating  onto  an
AISI  314  foam  (60  ppi)  so  as  to  produce  a good  distribution  of  the  catalytic  components  and  repro-
duce  characteristics  of their  interactions  similar  to those  observed  in  the  powder  catalysts.  These
catalytic  systems  were  characterized  by  different  techniques  (Laser  Raman  spectroscopy,  X-ray  diffrac-
tion, temperature-programmed  reduction,  scanning  electron  microscopy  and  energy-dispersive  X-ray
analysis).  The  oxidative  dehydrogenation  of  ethane  was  used  as test  reaction.  The  results  indicated  that
the Ni and  Ni–Co/Al2O3 powder  catalysts  were  active  and selective  for this  reaction.  For  the  active  metal
loading  used  (15 wt%),  the  addition  of  cobalt  with  an atomic  ratio  of Co/Ni  = 0.114  slightly  improved  the
ethylene  productivity,  possibly  due  to the  enhancement  of  Ni dispersion.  However,  the  addition  of  a
higher  amount  (Co/Ni  = 0.253)  led to a lower  productivity,  probably  due  to the  presence  of  cobalt  com-
pounds  and  to  the  increase  in  the NiO crystal  size.  The  structured  systems  showed  a  performance  similar
to that  of  the  corresponding  powder  forms  and  they also  showed  good  adhesion  of the  catalytic  layer

onto  the  metallic  foams.

The  features  of  the resulting  structured  systems  are  very  sensitive  to  the  variables  which  involve  the
deposition  method.  Therefore,  it is necessary  to  take  into  account  the  control  of  such  parameters  in order
to  obtain  good,  repetitive  depositions  of the  active  components  and  a  correct  distribution  of  the  support
in the  coverage.  In the  same  sense,  the  achievement  of  a  constant  relationship  between  the  active  metals
is  significant  because,  otherwise,  the  activity  and  selectivity  of  these  systems  could  be  affected.
. Introduction

Structured catalysts are currently used in numerous chemical
eactions because they have improved the global efficiency in a
ariety of processes. These catalysts may  consist of either a sub-
trate which acts as a catalyst or a catalytic formulation deposited
s a thin film onto an inert matrix [1].

In the last few years, metallic foams have become popular as
ubstrates for this type of catalysts. Their interesting properties
uch as low density, high porosity and better coefficients associ-
ted with transport phenomena make them attractive for different
pplications such as partial oxidation of alcohols [2],  methane
eforming [3] and elimination of soot and purification of pollutants

rom diesel engines exhaust gases [4],  among others.

Mechanical strength and high thermal conductivity [5] are
ther advantages of these materials. The latter feature allows
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more uniform temperature profiles throughout the structure
avoiding the drawbacks associated with the generation of “hot
spots”. Additional benefits include high energy and mass transfer
coefficients [6,7] and the possibility of obtaining turbulent flow
regimes, with high radial dispersion. These characteristics promote
a better mixing of the reagents stream.

In order to modify the surface conditions of this type of struc-
tures some treatments have been applied [8–10]. Among them, the
thermal treatments applied to stainless steel foams allow generat-
ing a stable, sufficiently rough film, which facilitates the suitable
anchorage of a catalytic formulation [11].

On the other hand, light olefins, especially ethylene, have
become compounds of great industrial interest since they are
key intermediates in the production of valuable products such
as polymers and fibers. Nowadays, they are mostly produced by
steam cracking of certain petroleum fractions such as naphtha or

ethane. According to the energy requirements, this is the most
demanding process of the chemical industry. Other routes like
methane-based or the oxidative coupling of methane have been
proposed but they are not economically feasible or they evoke high
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O2 emissions [12]. The high cost of the energy needed to reach
evere operating conditions and the constant growth in market
emands are motivations for finding new production processes,
esigned to achieve better performance and less power consump-
ion.

An innovative, potentially attractive alternative to produce
arge-scale olefins is the oxidative dehydrogenation of hydrocar-
ons, mainly due to the simplicity of the process and the exothermic
ature of the reactions involved that allow a better energy balance
13].

Heracleous et al. have studied nickel alumina-supported cat-
lysts [14] with the addition of a variety of promoters applied
o this reaction. The work concludes that the presence of alu-

ina modifies the electronic properties of NiO making it selective
oward ethylene. Solsona et al. [15] recently reported results about
iO supported on mesoporous alumina and �-alumina containing

ungsten as promoter. The results suggest that the good catalytic
erformance could be related to the high dispersion of NiO, which
ould favor the elimination of non-selective sites. However, the
uthors think that a deeper study of the Ni–W–O system is needed
15].

Then, supported nickel oxide is presented as an attractive option
o be considered due to both its low cost and good properties to acti-
ate ethane at relatively low temperatures. This latter point and the
mportance of depositing the catalyst onto a substrate are essen-
ial topics if potential industrial applications of these processes are
o be considered. It is also evident that greater efforts should be
evoted to the study of catalysts and reactor configurations with
he purpose of improving catalyst lifetime, stability and energy
onsumption.

In this work, alumina-supported Ni and Ni–Co oxide cat-
lysts in powder and structured forms were prepared. Their
hysicochemical characterization was performed using Laser
aman spectroscopy (LRS), X-ray diffraction (XRD), temperature-
rogrammed reduction (TPR), scanning electron microscopy (SEM)
nd energy-dispersive X-ray analysis (EDX). The oxidative dehy-
rogenation of ethane was  used as test reaction in order to further
tudy the distribution of the active species. The aim of this work
as to obtain alumina-supported Ni and Ni–Co oxide catalytic

oating onto metallic foams (60 ppi) so as to produce a good distri-
ution of the catalytic components and reproduce characteristics
f their interactions similar to those observed in the powder cata-
ysts.

. Experimental

.1. Structured catalysts

AISI 314 stainless steel foams (Porvair®, 60 ppi) were treated in
 muffle at 900 ◦C for 2 h. The �-Al2O3 support (Nyacol® AL20DW)
as deposited by vacuum-assisted immersion and calcined in

tatic air at 700 ◦C for 2 h. Solutions of the metallic oxide precur-
ors, Ni(NO3)2·6H2O and Co(NO3)2·6H2O, were used to incorporate
he active metallic oxides to the alumina coating by cycles of
mmersion–blowing–drying–calcination. This cycle was  repeated
ntil the final metal oxide loading of 15 wt% was achieved. For this
roposal, two different concentrations were prepared: 0.85 M (con-
entrated solution – CS) or 0.43 M (dilute solution – DS) solutions.
he excess was removed by blowing and then dried in an oven at
20 ◦C for 1 h. The catalytic systems were finally calcined in air flow
t 550 ◦C for 4 h.
The structured catalysts were also prepared in NiO and Ni–Co
xide forms. For the latter, the precursor solutions were prepared
ith Co/Ni atomic ratios 0.114 and 0.253. The catalysts were des-

gnated as indicated in Table 1.
: General 452 (2013) 179– 188

2.2. Powder catalysts

NiO, CoOx and Ni–Co oxide catalysts were prepared by wet
impregnation and co-impregnation, respectively, with a 15 wt%
maximum metal loading. The support was  �-Al2O3 PURALOX Con-
dea SBA 230. Aqueous solutions of Ni(NO3)2·6H2O (0.43 M)  and
Co(NO3)2·6H2O (0.05 M)  were used as metallic precursors. Two
different Co/Ni atomic ratios (0.114 and 0.253) were used in the
mixture of these precursors. The volume of each solution used for
the impregnation process was determined to obtain the selected
metal loading. The solvent was  removed by evaporation and the
resulting powders were dried in a stove at 120 ◦C for 8 h and finally
calcined in air flow at 550 ◦C for 4 h. The catalysts were designated
as indicated in Table 1.

2.3. Catalysts characterization

The Raman spectra were recorded using a LabRam spectrometer
(Horiba-Jobin-Yvon) coupled to an Olympus confocal microscope
(a 100× objective lens was  used for simultaneous illumination and
collection), equipped with a CCD detector cooled to about −70 ◦C
using the Peltier effect. The excitation wavelength was in all cases
532.13 nm (Spectra Physics diode pump solid state laser). The laser
power was set at 30 mW.

The powder catalyst surface areas were measured by N2 adsorp-
tion (−196 ◦C) with a Quantachrome Autosorb-1 equipment. The
multipoint BET method was used. Before the experiments, the pow-
ders were treated in vacuum at 250 ◦C for 3 h.

Crystalline phases of the different powder catalysts were
studied by X-ray diffraction (XRD). The analysis was  performed
with a Shimadzu XD-D1 diffractometer. Diffraction patterns were
recorded using Cu–K� radiation over a 20–85◦ range at a scan rate of
1◦/min, operating at 30 kV and 40 mA.  The software package of the
equipment was  used for the identification of the phases. The esti-
mated size of nickel oxide crystals was  calculated by the Scherrer
equation.

The reducibility of nickel and cobalt species for the powder sam-
ples was  analyzed by temperature-programmed reduction (TPR).
The experiments were performed in an Ohkura TP-2002S instru-
ment using a mixture of H2/Ar (5%) as reducing gas. The heating
rate was 10 ◦C/min from room temperature to 900 ◦C.

The morphology and distribution of the catalytic coatings were
characterized by scanning electron microscopy (SEM) JEOL JSM
35C operating at 20 kV, equipped with energy-dispersive system
(EDAX). Semi-quantitative results were obtained with the theoret-
ical quantitative method (SEMIQ) of the EDAX software. For the
chemical elemental analysis (EDX), the samples were attached with
graphite tape onto the sample holder. X-ray spectra were acquired
with an accelerating voltage of 20 kV. The sample coating proce-
dures were performed using a combined carbon deposition of metal
SPI supplies 12157-AX under argon atmosphere.

A Leica S8 APO stereo-microscope equipped with a Leica LC3
digital camera and LAS EZ software was  used for the obtention and
processing of the digital images of the foams.

A Testlab TB04 ultrasound bath equipment (40 kHz and 160 W)
was used to carry out the stability tests of the catalytic coatings. The
weight loss percentage was  determined after exposing the samples
to an ultrasound bath in acetone at 25 ◦C for 1 h.

2.4. Catalytic tests

The oxidative dehydrogenation of ethane was carried out in a

flow system in a temperature range between 350 and 450 ◦C. The
feed composition was  6% O2 and 6% C2H6 diluted in high purity He.
The mass of the catalysts used was about 400 mg and the final flow
was fixed to get a constant W/F value of 0.48 g.s/cm3. Reactants and
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Table  1
Nomenclature and characteristics of the prepared catalysts.

Catalysta Metal loading
(wt%)

Co/Ni atomic
ratiob

NiO crystal
size (nm)c

Surface
area (m2/g)

Impregnation cycles
of active metals

Al2O3 weight
gain (wt%)e

Ni (15) P 15.00 – 12.4 170 – –
Ni  (15) S–CS 13.30 – – – 1 13.58
Ni  (15) S–DS 14.70 – – – 3 13.08

NiCo  (15/0.114) P 15.00 0.114 13.1 165 – –
NiCo  (15/0.114) S–CS 15.74d 0.114 – – 1 13.62
NiCo  (15/0.114) S–DS 17.30d 0.114 – – 4 12.54
NiCo  (15/0.253) P 15.00 0.253 15.8 151 – –
NiCo (15/0.253) S–CS 15.51d 0.253 – – 2 12.88
NiCo  (15/0.253) S–DS 18.30d 0.253 – – 4 15.05

a P: powder, S: structured.
b Ratio in the solution containing metallic salts: CS – concentrated solution, DS – diluted solution.
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The results are presented in Fig. 2. All systems showed a good

adhesion of the catalytic layer deposited over the substrate. The
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 Ni (15 ) S  - CS

 Ni (15 ) S  - DS

 NiCo  (15 /0.114 ) S  - CS

 NiCo  (15 /0.114 ) S  - DS

 NiCo  (15 /0.253 ) S  - CS

 NiCo  (15 /0.253 ) S  - DS
c Estimated by the Scherrer equation.
d Referred to NiO.
e Referred to weight gain (wt%) with respect to total mass of the calcined foam.

roducts were analyzed with a Shimadzu GC 2014 gas chromato-
raph equipped with a packed column (HayeSep D). In addition,
egligible concentrations of carbon monoxide were detected in
he products stream after the reaction. Closure of the carbon mass
alance was 100 ± 2%. The conversion of ethane (XC2H6 ) and the
electivity toward ethylene (SC2H4 ) were based on the carbon mass
alance and were calculated as follows:

C2H6 = [CO] + [CO2] + 2[C2H4]
2[C2H6]

× 100

C2H4 = 2[C2H4]
[CO] + [CO2] + 2[C2H4]

× 100

he productivity of ethylene was given by the following equation:

 = FC2H6 × XC2H6 × SC2H4 × 28
WNi

, (gC2H4
/kgNi h)

here FC2H6 is the flow rate of ethane in mol/h, 28 (g/mol) is the
olecular mass of ethylene and WNi is the mass of Ni (kgNi).

. Results

.1. Main features of the structured catalysts

Pieces of the raw foam were conducted to a normalized pre-
reatment to stabilize the foam walls surface and to generate some
oughness to favor the anchorage of the catalytic coating. They were
alcined in air at 900 ◦C for 2 h [11].

In order to produce a �-Al2O3 layer onto the pretreated foam,
he substrate was immersed into the colloidal alumina suspension,
lown, dried and calcined. At the end of this procedure, the aver-
ge weight gain was 13.68 ± 1.40% (Table 1). A homogeneous layer
f the support (�-Al2O3) onto the foam walls was  obtained. How-
ver, some cracks were observed in a few areas, mainly in the most
xternal coating layer (Fig. 1) [16]. These imperfections are related
o the calcination and drying process performed for the removal of
olvent and the stabilizing agents of the colloidal suspension [17].

The impregnation of the active metallic oxides was carried out
ollowing the cycle: immersion–blowing–drying–calcination. This
ycle was repeated as many times as necessary to achieve the value
f metallic oxide loadings close to 15 wt%. The number of cycles was
igher for those samples impregnated with a low concentration

olution (Table 1).

To study the coating stability, the structured systems were sub-
itted to an ultrasonic bath. Valentini et al. [18] used this method

o evaluate the adherence of �-Al2O3 onto ceramic and metallic
Fig. 1. SEM micrograph of the structured catalyst.

supports with petroleum ether as solvent. Banús et al. also per-
formed similar tests by immersion into either acetone or water
0 10 20 30 40 50 60

Time (min)

Fig. 2. Stability test for the structured systems: Ni (15) S, NiCo (15/0.114) S and NiCo
(15/0.253) S.
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Fig. 4. Temperature-programmed reduction profiles of the mono and bimetallic
ig. 3. X-ray diffraction patterns of the powder catalysts: Al2O3 (a), Ni (15) (b), NiCo
15/0.114) (c) and NiCo (15/0.253) (d). Symbols: ◦NiO and *Co3O4.

aximum weight loss (referred to total mass, foam + coating) was
ess than 2.5 wt% after 60 min  of ultrasonic treatment.

It is important to note that this percentage rose up to around
2.0 wt% if the weight loss achieved with the experiments was
eferred only to the catalytic coating mass. However, in all cases
ome foam metal struts were detached from the structure, so the
oss of catalytic material resulted considerably lower.

.2. Main features of the powder catalysts

The support (�-Al2O3) surface area was 249 m2/g. The addi-
ion of active metal oxides led to a decrease of the surface area,
eing 170 m2/g for the monometallic oxide catalyst, 165 m2/g for
he catalyst with Co/Ni = 0.114 and 151 m2/g for the bimetallic
xide system with Co/Ni = 0.253. Moreover, the NiO crystallite sizes
btained from the XRD patterns of the three samples increased
hile the surface area decreased (Table 1).

.3. Catalyst characterization: components and active phases

The results of X-ray diffraction corresponding to the powder
atalysts are presented in Fig. 3. All diffractograms showed the char-
cteristic peaks of the support, Al2O3, (JCPDS: 10-425) and cubic
ickel oxide (NiO) at 37.3; 43.3; 62.9; 75.5 and 79.6◦ (JCPDS: 47-
049). The presence of bulk NiAl2O4 could not be confirmed by this
echnique.

In the catalyst with a higher amount of cobalt (NiCo (15/0.253) P)
here appeared other signals that could be attributed to cobalt oxide
Co3O4): 31.3; 36.9; 59.4 and 65.3◦ (JCPDS: 42-1467). In addition,
he incorporation of this amount of cobalt produced a significant
rowth in the NiO crystal size (Table 1).

The presence of NiO was also confirmed by temperature-
rogrammed reduction (Fig. 4). For the fresh monometallic oxide
atalyst (Ni (15) P), a small peak in the temperature range of
00–390 ◦C, associated with the reduction of bulk crystalline NiO

s visible, which is in line with the above XRD results.
Furthermore, in the zone from 390 to 800 ◦C, a large and asym-

etric broad peak can be seen. In this sense, various reports have
ostulated the existence of a bi-dimensional species, “surface Ni
pinel”, with this cation occupying octahedral and tetrahedral sites,

here the latter species are harder to reduce than the former

19,20].
The reducibility of the catalyst did not change appreciably after

he addition of cobalt with a low ratio (NiCo (15/0.114) P), although
powder catalysts: Ni (15) (a), NiCo (15/0.114) (b), NiCo (15/0.253) (c) and Co (2.0)
(d).

the maximum shifted to a higher reduction temperature. On the
other hand, the (NiCo (15/0.253) P) profile shows that the maxi-
mum temperature associated with Ni cation reduction is moved
to lower values. The presence of new peaks at lower temperatures
could be related to the reduction of different cobalt compounds.
The former two peaks (∼320 and ∼400 ◦C) are probably associated
with the two-step reduction process of Co3O4 particles to metallic
Co, involving CoO formation (Co3+ → Co2+ → Co0). This is in agree-
ment with the reduction profile of Co (2.0) P (Fig. 4). The interaction
of Co3O4 with the support could allow identifying the split of these
reduction peaks [21]. A contribution of bulk-like nickel species is
also present.

Besides, the new shoulder observed at higher temperatures
could be related to amorphous surface layers of cobalt oxides
(CoxOy), highly dispersed and with a strong interaction with the
support. This formed phase would be different from crystalline
CoAl2O4 (not detected by XRD) and would present an intermediate
reducibility between cobalt oxides and the bulk spinel [22].

The TPR profiles of the catalysts used in the test reaction were
not significantly modified compared to the fresh catalysts, sug-
gesting a high stability of the species after submitting the solids
to reaction conditions (Fig. 4).

Fig. 5a shows the Raman spectra of fresh powder catalysts. The
spectrum of the monometallic oxide catalyst ((Ni (15) P) spectrum,
Fig. 5a) showed a broad band in the region of 500–550 cm−1 asso-
ciated with the stretching of the bond Ni O (first order phonons).
Bulk nickel oxide shows a main signal centered at ∼500 cm−1 [23].
In this case, the observed shift in the maximum frequency of this
band could be associated with the interaction between the alumina
and nickel species (support effect) [24,25]. The region of the spec-
trum at 430–450 cm−1 also displayed a small shoulder assigned to
the material surface vacancies (non-stoichiometric nickel oxide)
[23]. Weak bands at 700 and 1080 cm−1 assigned to 2TO and 2LO

phononic modes of NiO were visualized [26]. Moreover, there was
no evidence of specific bands corresponding to crystalline NiAl2O4
[24,27].
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Table 2
EDX results of the most representative elements present in the coverage.

Catalyst Region Molar ratio

Ni/Al Co/Ni Co/Al Cr/Ni Cr/Al

Ni (15) S–CS 1 0.11 – – 0.06 0.01
2 0.13 – – 0.06 0.01
3 0.42 – – 0.05 0.02
4 0.22 – – 0.03 0.01

Ni  (15) S–DS 1 0.13 – – 0.05 0.01
2 0.13 – – 0.05 0.01
3 0.16 – – 0.09 0.01
4 0.15 – – 0.05 0.01

Ni  Co
(15/0.114)
S–CS

1 0.09 0.13 0.011 0.15 0.02
2 0.07 0.15 0.011 0.09 0.01
3 0.06 0.08 0.005 0.19 0.01
4 0.06 0.09 0.005 0.12 0.02

Ni  Co
(15/0.114)
S–DS

1 0.21 0.17 0.035 0.04 0.01
2 0.22 0.13 0.029 0.04 0.01
3 0.22 0.13 0.029 0.04 0.01
4 0.22 0.13 0.029 0.04 0.01

Ni  Co
(15/0.253)
S–CS

1 0.08 0.12 0.010 4.09 0.34
2 0.11 0.35 0.039 0.20 0.02
3 0.07 0.25 0.018 0.47 0.03
4 0.06 0.30 0.018 1.02 0.06

Ni  Co
(15/0.253)

1 0.15 0.24 0.035 0.22 0.03
2 0.12 0.28 0.032 0.19 0.02

conclude that the use of the diluted solutions in the impregnation
process leads to a better distribution of the active phase.
orms (a) and structured forms (b). Symbols: ◦NiO and *Co3O4.

The bimetallic oxide samples also showed the bands corre-
ponding to the Ni O bond. In addition, the spectrum of the solid
ith a higher amount of promoter (NiCo (15/0.253) P) showed the

haracteristic signals corresponding to Co–O at 655, 513, 468 and
87 cm−1. These bands were assigned to Co in octahedral (CoO6)
nd tetrahedral (CoO4) coordination, respectively, with a spinel-
ype structure. The absence of a medium intensity and sharp band
t ∼750 cm−1 could suggest that crystalline CoAl2O4 is not present
28–30].  Nevertheless, non extra signals associated with Co–O were
bserved in the NiCo (15/0.114) P spectrum indicating that Co3O4
as absent in this sample. The added Co could be forming a solid

olution as Ni(Co)O. In this case, a broad band around 580 cm−1

ssigned to the Co2+–O stretching mode was expected [31] but,
his signal was  overlapped by those of Ni O.

Fig. 5b shows the spectra of fresh mono and bimetallic oxide
tructured catalysts. For comparison, it also includes the spectrum
f pretreated foam. The latter one shows the characteristic vibra-
ion modes of the pretreated metallic substrate, mainly between
00 and 800 cm−1. These bands were assigned to chromium,

ron and manganese spinels (FeCr2O4 and Mn1+xCr1−xO4−x) and
hromium oxide (Cr2O3). These compounds were formed on the
urface foam walls after the thermal treatment [11] and they were
lso present in all structured catalysts.

The Raman signals of the Ni O species (430–450, 550, 700 and
080 cm−1) are observed in all the spectra of the structured cata-

ysts (Fig. 5b).
The bands of cobalt spinel could not be identified in NiCo

15/0.114) S–DS. In the other two catalysts (NiCo (15/0.114) S–CS
nd NiCo (15/0.253) S–DS), these signals appeared with different
ntensities, somehow suggesting the presence of the cobalt oxides.
nstead, these bands were clearly visible in the NiCo (15/0.253)
–DS spectrum, indicating that the cobalt oxide was  formed.

Energy-dispersive X-ray analysis allows analyzing the molar
atios of the most representative elements in the coating (Ni, Al, Co
nd Cr). The results obtained in the different areas analyzed over
he covered foams are shown in Table 2.

The monometallic oxide catalyst Ni (15) S–CS showed, in
eneral, a Ni/Al ratio close to the powder sample (Ni/Al = 0.13).

evertheless, in some sectors, an important enrichment of the
ctive metal was verified. This metallic oxide aggregation was
lso observed by optical microscopy (Fig. 6). According with the
S–DS 3 0.10 0.29 0.031 0.07 0.01
4 0.15 0.27 0.040 0.05 0.01

previous results, the system prepared with diluted solution (Ni
(15) S–DS) showed a more homogeneous Ni/Al ratio.

On the other hand, in the samples with cobalt, the Co/Ni ratio in
some areas of the surface coating was  markedly higher than the one
presented by the corresponding powder catalyst (Co/Ni = 0.114),
which indicates an increase in the percentage of cobalt. It was  also
noted that in some other areas this ratio was lower, showing a
decrease of this metal. This behavior was not so evident in NiCo
(15/0.114) S–DS. The Co/Ni and Ni/Al ratios were, in general, more
uniform.

The systems with higher amount of cobalt presented similar
results when compared with other structured catalysts. We  can
Fig. 6. Image of the used Ni (15) S–CS catalyst obtained with a stereomicroscope.
Square: active metal accumulation zone.
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Fig. 7. Ethane conversion of the prepared catalytic systems: (a) Ni, (b) Co/Ni

The presence of aluminum in all sectors and the relative con-
tancy of the Cr/Al ratio confirmed the quite correct distribution of
he support (Al2O3) over the foam walls. The enrichment of nickel
ith respect to the treated substrate (Cr/Ni = 5.53) was evident,

ndicating that it corresponds to the active phase.

.4. Catalytic behavior in the oxidative dehydrogenation of
thane

The main reaction is the dehydrogenation of ethane to ethylene
n the presence of oxygen, water being a by-product (reaction (1)).
n addition, there are other secondary reactions as the total oxida-
ion of the paraffin and/or the olefin formed (reactions (2) and (3),
espectively).

2H6 + O2 → 2C2H4 + 2H2O, �H = −105 kJ/mol  (1)

C2H6 + 7O2 → 4CO2 + 6H2O, �H = −1428 kJ/mol  (2)

2H4 + 3O2 → 2CO2 + 2H2O, �H = −1323 kJ/mol  (3)

Fig. 7 shows the ethane conversion at different temperatures
or the powder and structured catalysts. In all cases, a moderate
onversion level of ethane was observed (compared with catalytic
ystems reported in the literature). For powder catalysts, with
etallic oxide loading of 15%, the incorporation of Co to the cat-

lytic formulation slightly improved the activity.
Comparing the structured systems with the corresponding pow-

er form, an increase in the conversion values of the former was
vident in the three formulations (Fig. 7). Using concentrated and
iluted solutions, no significant conversion changes were observed

n the monometallic oxide catalyst or in one of the bimetallic
xide structured catalysts (compare the conversion profiles of Ni
15) S–CS with Ni (15) S–DS and NiCo (15/0.253) S–CS with NiCo
15/0.253) S–DS). However, the positive effect of using a precursor
iluted solution for the impregnation of the active metallic oxides
o the support layer could be observed in the bimetallic oxide struc-
ured catalyst NiCo (15/0.114) S–DS (Fig. 7b).
The selectivity to ethylene for all catalysts is presented in Fig. 8.
he powder catalysts in general present a higher selectivity than the
tructured systems. This behavior is less significant for the bimetal-
ic catalysts with a Co/Ni ratio of 0.253 (Fig. 8c). Even so, their
Temperature  (°C)ure (°C)

4 and (c) Co/Ni = 0.253. Reaction conditions: W/F = 0.48 g.s/cm3, C2H6/O2 = 1.

selectivities were low for both powder and structured catalysts
with this high Co/Ni ratio.

On the other hand, the structured catalysts showed an increase
in selectivity when the impregnation solution used in the prepara-
tion process was  the diluted solution (DS) in comparison with that
of the sample prepared with the concentrated ones (CS) (Fig. 8).

The selectivity toward ethylene of the monometallic oxide
structured catalyst (Ni (15) S–DS) evaluated at constant temper-
ature (450 ◦C) and with different W/F ratio showed a decrease as
the ethane conversion increased from 18 to 28% (Fig. 9). Whereas
under the same reaction conditions, the selectivity for the bimetal-
lic oxide system (NiCo (15/0.114) S–DS) presented almost constant
values with the conversion increment (Fig. 9).

The calcined raw foam and the coated foam with Al2O3 were also
tested under the same reaction conditions. The former presented a
negligible activity whereas the latter had a low activity and the only
product was CO2. Some active sites for the total oxidation of ethane
are present on the alumina layer due to the component migration
of the treated foam toward this layer, such as chromium, iron and
manganese spinels (FeCr2O4 and Mn1+xCr1−xO4−x) [11].

It is worth mentioning that all the catalysts were tested during
more than 8 h in reaction stream and no significant modifications
in either conversion or selectivity were observed.

According to the ethylene productivity, Fig. 10 shows that at
450 ◦C the productivity to the main product obtained with the pow-
der samples was similar to the values reported in the literature for
Ni-based alumina-supported catalysts [14]. The incorporation of Co
with the lower proportion (NiCo (15/0.114) P) resulted in a positive
effect for the productivity at 450 ◦C, while an increase in the Co/Ni
ratio the effect is opposite (NiCo (15/0.253) P). It is important to
mention that, at the other reaction temperatures (350 and 400 ◦C),
the results obtained showed the same tendency.

The monometallic oxide structured system (Ni (15) S–CS)
showed a lower productivity compared to those of the correspond-
ing powder sample. At the same time, Ni (15) S–DS revealed a better
value.

The bimetallic oxide structured systems with a low Co/Ni ratio

(NiCo (15/0.114) S–CS and NiCo (15/0.114) S–DS) followed the
same trend as the above results. An enhancement in productiv-
ity was observed when the structured catalyst was  prepared with
the diluted solution. In this latter case, the active metals showed a
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14 and (c) Co/Ni = 0.253. Reaction conditions: W/F = 0.48 g.s/cm3, C2H6/O2 = 1.

more homogeneous ratio over the foam walls (Table 2). For both
catalysts with high Co/Ni ratio (NiCo (15/0.253) S–CS and NiCo
(15/0.253) S–DS) the productivity of ethylene resulted higher than
the corresponding powder sample. Once more, the structured sys-
tem prepared with diluted solution showed higher productivity
than the one prepared with the concentrated solution. In this case,
Co/Ni ratio = 0.253, the powder form had a marked decrease in the
selectivity to ethylene.

In brief, the structured catalysts showed an increment in the
catalytic activity but with a lower selectivity. Simultaneously, the
structured catalysts prepared from diluted solutions (DS) presented
better ethylene productivities than the systems prepared with the
concentrated ones (CS) (Fig. 10). Moreover, the enhancement on
the catalytic performance for the former structured catalysts could
be due to their fairly homogeneous Ni/Co ratio and the absence of
cobalt oxides aggregations on its catalytic coating.

4. Discussion

4.1. Mechanical stability of the catalytic coatings

The adherence of the catalytic coatings was  good for all the
structured catalysts so obtained (Fig. 2). A notable reproducibil-
ity on the weight loss was  observed for those coatings in which
the incorporation of the active components was performed using
diluted solutions (DS). In these three cases, the weight loss was
around 0.7% after 60 min  in the ultrasonic treatment. However, the
weight loss variation was from 0.9 to 2.4%, when a concentrated
precursor solution (CS) was used for active component incorpora-
tion. Therefore, concentration of the precursor solution and number
of calcinations steps required to achieve the final oxide loadings
play a role in the coating stability.

4.2. Metallic oxide species on the powder and structured catalysts

The physicochemical characterizations of the powder samples

by TPR and XRD cooperate in the understanding of their Raman
spectra. By extension, the analysis of the Raman spectra of the
structured catalysts may  shed light on their metallic oxide species
present on the Al2O3 layers.
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The existence of the typical XRD signals of NiO in all the powder
atalysts suggests the support surface saturation by bi-dimensional
i species, covering the monolayer and the incipient formation of

hree-dimensional oxide species. The monolayer coverage of this
upport is above 12% [19,32]. The presence of these species was con-
rmed by the TPR results, which indicated the existence of highly
ispersed Ni having a strong interaction with the alumina with
ome amount of bulk Ni oxide. The complex interaction between
ickel and the support used in this work might form a spinel-type
hase, probably on the surface as nickel aluminate-like species. The

atter species were not detected by either LRS or XRD, which is
onsistent with a surface Ni–Al interaction. The information from
he literature about the formation temperature of the bulk NiAl2O4
pinel is controversial. Some reports suggest that this structure
s slowly formed from 600 ◦C while another ones claim that it is
ormed around 800 ◦C [24,25].

The TPR profiles of the powder catalysts did not change sub-
tantially after the addition of cobalt in low proportion. This fact
uggests that Co is probably well dispersed into the matrix of
iO–Al2O3 and that, to a certain extent, its presence modifies the
ickel distribution and the interaction on the support. The incorpo-
ation of a higher loading of cobalt produced the formation of cobalt
xides (clearly identified by XRD and LRS). In this way, the presence
f this compound could weaken the interaction with alumina and
ould contribute to the nickel reduction process, as suggested by
he shift to lower values in the reduction temperature of the main
eak.

The Raman spectra of all the powder catalysts, in agreement
ith the TPR and XRD results, indicated the presence of Ni species

nteracting with the support (shift of the Ni O stretching mode)
nd non-stoichiometric nickel oxide. In the particular case of the
ample with Co/Ni ratio = 0.253, cobalt spinel (Co3O4) was  identi-
ed in addition to the Ni species mentioned above. Therefore, based
n this interpretation, it is possible to identify the species in the
ifferent catalytic coatings, using their Raman spectra.

The Laser Raman spectra of structured catalysts revealed similar
i species compared with the powder forms. The bands assigned

o cobalt spinel could not be identified in the system prepared with
ow cobalt loading and diluted solution (NiCo (15/0.114) S–DS). In
ontrast, the signals corresponding to Co3O4 appeared with differ-
nt intensities in the spectra of the other two catalytic coatings,
iCo (15/0.114) S–CS and NiCo (15/0.253) S–DS, thus demonstrat-

ng that the segregation of the cobalt oxide had occurred. Therefore,
he synthesis of a catalytic coating using either a precursor concen-
rated solution to incorporate the active oxides or a higher Co/Ni
atio than 0.114, brought about the agglomeration of Co, forming
ulk Co3O4 and limiting the dispersion of Co in the Ni O structure.

.3. Oxide species: distribution on the Al2O3 layer and their
nfluence on the catalytic behavior

The good selectivity to ethylene obtained with the monometallic
ickel oxide formulation in powder form, 73% at 450 ◦C, is due to the

act that NiO is highly dispersed, having a strong interaction with
he support. On the other hand, the presence of bulk NiO favors the
otal oxidation, CO2 being the main product [14].

The monometallic oxide structured systems prepared with the
oncentrated solution (CS) showed a lower productivity compared
o that of the corresponding powder catalyst (Fig. 10). At the same
ime, the sample prepared with diluted solution (DS) revealed a
lightly better value.
The EDX analysis can give us some insights about these differ-
nces in productivity and selectivity. The nickel species distribution
n the Al2O3 layer is better on the (Ni (15) S–DS) than on the Ni
15) S–CS (Table 2). Thus, bulk NiO agglomerations were expected
: General 452 (2013) 179– 188

to have the latter coating due to the non-homogeneous distribution
of the active component.

The incorporation of Co with low proportion (Co/Ni = 0.114) in
the powder sample was  barely positive for ethylene production
(Fig. 10). In this case, the presence of cobalt would improve surface
Ni distribution by insertion of Co into the NiO structure forming a
solid solution Ni(Co)O as proposed by Nydegger et al. [33].

In order to further understand the role of CoOx in this reac-
tion, two extra catalyst of Co/Al2O3 were prepared with 2.0 and
15 wt%, Co (2.0) P and Co (15) P, respectively. A third catalyst with
Co/Ni = 0.114 ratio was  prepared by mechanically mixing Co (15) P
and Ni (15) P. The powder formulation so obtained was designated
as NiCo (15/0.114) P–MM.  The catalyst Co (2.0) P showed low per-
formance for oxidative dehydrogenation of ethane, the conversion
and the selectivity to ethylene at 450 ◦C being around 5% and ∼25%
respectively, while the sample Co (15) P showed higher conver-
sion (17.4%) and lower selectivity (∼14%) at 450 ◦C. As expected the
cobalt oxides are good catalysts for total oxidation of the paraffin
[34]. On the other hand, the conversion of the mechanical mix-
ture NiCo (15/0.114) P–MM (12.5%) resulted similar to that of Ni
(15) P and NiCo (15/0.114) P (Fig. 7). However, the selectivity of
the former catalyst was  the lowest of these three samples, around
∼61% at 450 ◦C. This behavior supports the fact that the addition
of cobalt with low Co/Ni ratio during the co-impregnation process
improved the nickel species distribution by forming a solid solution
and as a consequence, it produces an increment in the productivity
to ethylene (Fig. 10).

In the structured systems, the bimetallic oxide catalyst followed
the same trend as the monometallic oxide ones. An enhancement
in productivity was  observed when the system was prepared with
the diluted solution. In this case, the active oxides showed a more
homogeneous Co/Ni ratio over the foam walls (Table 2). Besides,
the Raman spectra of this sample did not show the signals corre-
sponding to cobalt oxides (Fig. 5b), indicating that the use of an
adequate concentration of the precursors could avoid the cobalt
oxides segregation.

The addition of a higher amount of Co in powder catalyst
(Co/Ni = 0.253) leads to a phase segregation to form the cobalt com-
pounds (Co3O4 and CoxOy–Al2O3) and contributes to the drop of
productivity toward the preferred product. The final sites obtained
with this amount of cobalt (presence of cobalt oxides) and the incre-
ment in NiO crystal size (Table 1) would be the reasons to justify the
notorious decrease in selectivity and productivity observed in the
powder sample. It is well known that cobalt oxides are good agents
for oxidation reactions [34], which support the above hypothesis.
For the structured catalysts with the high Co/Ni ratio, the produc-
tivity of ethylene resulted higher than the corresponding powder
sample.

The ethylene selectivity of the structured catalyst with the
higher productivity, NiCo (15/0.114) S–DS, remains almost constant
as ethane conversion increases, inferring that the active sites have
more affinity toward ethane than ethylene. Therefore, the total oxi-
dation of the produced alkene (reaction (3))  is decreased whereas
the olefin oxidation occurs in the Ni (15) S–DS (Fig. 9) to some
extent.

As a general remark, the structured catalysts showed an incre-
ment in the catalytic activity but with a lower selectivity compared
with the powder forms. The enhancement of CO2 production was
also established by oxygen consumption. The better selectivity
achieved in the structured systems prepared with diluted solutions
(DS) instead of concentrated ones (CS) can be partially explained
by the active phase distribution (Table 2).
According to the EDX analysis performed in several areas of the
different bimetallic oxide catalytic coatings so obtained, a better
homogeneous distribution of Ni–Co oxides on the Al2O3 layer was
produced, when a diluted solution was used to incorporate them.
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evertheless, enrichment of either Co or Ni oxides in some areas
as observed when the incorporation of active phases was  made
sing a concentrated solution. So, the different catalytic behavior
f the structured systems could be associated with the distribu-
ion of the active components on the Al2O3 layer, generating active
xides agglomeration in some areas of the foam walls, as shown in
Fig. 6) and Table 2. The high local concentration of nickel (and/or
obalt) oxides in some areas would be related to the impregnation
rocess, in which there would be an optimal combination between
olution concentration and number of impregnation cycles. This
ombination would affect the agglomeration process.

The presence of bulk metal oxide would favor total oxidation
f hydrocarbons (reactions (2) and (3)), contributing to a rapid
onsumption of oxygen and, consequently, to a poor selectivity.
eracleous et al. [14] and Zhang et al. [35] reported that bulk
iO catalysts exhibit good activity for the reaction under study,
lthough the main product is carbon dioxide. In this sense, some
tructured catalysts showed a different selectivity behavior com-
ared with the powder formulations. The systems prepared with
oncentrate solutions (CS) showed a slight increment with temper-
ture. This fact was already observed for bulk NiO [36] and other
ormulations as Ni-loaded zeolites [37,38]. In this case, this could
e explained mainly by two reasons: (i) the use of concentrated
olutions favored the metal accumulation onto the alumina layer
nd as a consequence, the presence of bulk NiO was verified (Fig. 6)
nd (ii) the other cause could be related to the notorious decrease
n the amount of available oxygen, which would be positive for the
chievement of a higher selectivity.

An additional effect, specifically the migration of some ions from
he treated foam (Fe, Cr and/or Mn)  to the alumina layer, should be
onsidered. This diffusion phenomenon would also be negative for
he selectivity and was recently observed in other structured sys-
ems like VOx/TiO2 onto stainless steel plates [39] and Au/CeO2
atalysts deposited on stainless steel (AISI 304) monoliths [40].
owever, the investigation of this behavior needs further research.

In brief, the structured catalysts prepared from diluted solutions
DS) presented better ethylene productivities than the systems pre-
ared with the concentrated ones (CS). Moreover, this performance
as slightly enhanced for the Co/Ni = 0.114 sample, in which the
ain characteristics were the quite homogeneous Co/Ni ratio (EDX)

nd the absence of cobalt oxides in its catalytic coating (LRS). There-
ore, a key factor intimately related to the catalytic performance
f the structured catalysts is to obtain a uniform distribution of
he Al2O3 layer and the active metals onto the substrate walls.
onsequently, in order to obtain a good balance between activity
nd selectivity the active phase agglomeration should be avoided.
his correspondence between good selectivity and homogeneous
ispersion of active metal species was also observed in powder
atalysts.

. Conclusions

The Ni and NiCo/Al2O3 powder catalysts were active and selec-
ive for the oxidative dehydrogenation of ethane. For this active

etal loading (15 wt%), the addition of cobalt with low atomic ratio
Co/Ni = 0.114) produced a slight improvement of the ethylene pro-
uctivity. However, the addition of a higher amount of this metal
Co/Ni = 0.253) led to a lower productivity, probably due to the
resence of cobalt compounds and the increase in the NiO crystal
ize.

For the reaction test under study, the structured systems

howed similar catalytic performance comparing with the corre-
ponding powder forms and they also showed good adhesion of
he catalytic layer onto the metallic foams. The inhomogeneity
bserved in the concentrations of active metals (especially in the

[

[

: General 452 (2013) 179– 188 187

systems prepared with concentrated solutions) produced modifi-
cations in the activity and mainly in the selectivity of the structured
systems.

The features of the resulting structured systems are very sensi-
tive to the variables which involve the deposition method (surface
foam treatment, solution concentrations, temperature, etc.). So it
is necessary to take into account the control of such parameters
in order to achieve good, repetitive depositions of the active com-
ponents and a correct distribution of the support in the coverage.
In the same sense, the achievement of a constant relationship
between the used promoters is significant, because, otherwise, the
activity and selectivity of these systems could be affected.
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