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Abstract
The performance of photocatalytic reactors is largely conditioned by their configuration. In particular, photocatalytic wall reactors are affected

by configuration-linked factors such as diffusive resistances, reactor radiation incidence and absorption efficiencies, and by the amount of

photocatalytic surface area that is effectively irradiated. In this paper, the effect of different configurations and design variables on the performance

of annular photocatalytic reactors was analyzed. With this purpose, a complete reactor model was developed and solved, taking into account single-

and multi-annular configurations, different reactor dimensions, and three flow patterns. The model was successfully validated against experimental

results for the photocatalytic oxidation of perchloroethylene (PCE) in a multi-annular reactor. From the simulation results, it was possible to

conclude that the unfavorable effect of the diffusive resistances on the reactor performance could be reduced by constructing photocatalytic annular

wall reactors of small annular width and large photocatalytic surface area. Besides, the multi-annular configuration is more effective in using the

radiative energy fed into the reactor than the single-annulus reactor configuration. According to the results obtained for PCE photocatalytic

degradation, among all the studied reactor configurations the most efficient one is that with its annuli interconnected in a series pattern.

# 2007 Elsevier B.V. All rights reserved.
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1. Introduction

Photocatalysis has been proven to be an effective means to

remove pollutants from water and air [1–4]. However, the

application of photocatalytic technologies for pollutants

degradation at a commercial scale is currently hindered,

among other factors, by a lack of physically based mathema-

tical models that can be used for reactor design and

optimization. It has been shown that annular photocatalytic

wall reactors are efficient at eliminating volatile organic

compounds (VOCs) from air streams [5–11]. The performance

of this type of reactors may be increased by properly choosing

their geometrical dimensions and flow pattern. The criterion of

optimal reactor design used in this work consists in searching

for the maximum pollutant conversion by changing the reactor

configuration and its geometrical dimensions, while keeping

the operating conditions invariant, for the same pollutant

compound and UV lamp characteristics.
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Optimal design is closely related to both modeling and

simulation. Indeed, these computational tools are almost

essential to analyze the effect of the reactor design variables

on the results of the process (i.e. the reactor conversion).

Important contributions to the modeling of photocatalytic

reactors for the degradation of gaseous pollutants have been

published [7,12–14].

Jacoby et al. [15] studied that the kinetics of trichloroethy-

lene oxidation in gas phase in an annular photocatalytic reactor.

They experimentally showed the existence of a bulk-transport-

control regime. Mass transport limitations could be reduced by

operating with high volumetric flow rates. Based on computa-

tional fluid dynamics (CFD), Mohseni and Taghipour [16]

presented a complete analysis of the flow characteristics and its

impact on the overall destruction of gas phase contaminants in a

photocatalytic annular reactor. They used vinyl chloride as a

model pollutant. Important diffusive resistance and flow short

circuiting were identified from model results. Frequently, these

two problems negatively impact on the performance of

photocatalytic reactors, providing significant driving and

motivation for optimization. Along the same lines, Shiraishi

et al. [10] indicated that diffusional resistances generally reduce
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the efficiencies of photocatalytic reactors, particularly when

low pollutant concentrations are used.

Despite that some contributions on photocatalytic reactor

modeling have been published, to the best of our knowledge no

optimal design applied to annular photocatalytic wall reactors

has been proposed. The objective of the present work is to

analyze the effect of reactor design variables and configuration

on the pollutant degradation efficiency. For this, perchlor-

oethylene (PCE) was used as the model pollutant. The present

article comprises of four sections. In the first one, we describe

six different photocatalytic reactor configurations: three of the

single-annulus type and three multi-annular reactors. Different

configuration parameters were chosen with the objective of

identifying the effect of the reactor physical design on its

performance. In the second section, a complete mathematical

model developed to predict the pollutant conversion is present.

This mathematical model takes into account the concurrent

phenomena of mass, momentum and radiative energy transfer.

The third section is devoted to the presentation and discussion

of the predicted pollutant conversions achieved in each reactor.

Finally, the experimental validation process of the model is

presented. To do that, we built one of the proposed reactor

configurations: the multi-annular reactor operated with a series

flow pattern.

2. Description of the annular photocatalytic wall

reactor configurations

Different single- and multi-annular photocatalytic reactor

configurations have been analyzed by means of a complete

mathematical model. These reactor configurations consist of

two or more concentric cylindrical borosilicate glass tubes

which are transparent to UV radiation (Fig. 1). In each case, the

UV radiation is supplied by a tubular UV lamp (Philips TL

18 W) placed at each reactor central axis. The concentric

borosilicate glass tubes give rise either to a single annular space

(reactors A–C) or to three annular spaces (reactors D–F). The

polluted air carrying reactants and products flows through these

annular spaces. The tube walls are directly in contact with the

polluted gas phase and were covered with thin layers of TiO2.
Fig. 1. Photocatalytic reactors. Keys: (A) single-annular reactor with high residen

annular parallel flow reactor; (E) multi-annular series flow reactor (each annular cha

flow reactor (superficial rate of photon absorption uniformly distributed on the act
The dimensions of each reactor are shown in Table 1. In order to

maximize the usage of the radiative energy emitted by the lamp,

the maximum reactor length compatible with the employed UV

lamp was chosen in all cases (reactors A–F). Perchloroethylene

(PCE) was used as model air pollutant.

Regarding the single-annular photocatalytic reactor config-

uration, it was analyzed that the effect on the pollutant

conversion of: (i) the reactor volume (proportional to the

contaminated air residence time in the reactor for a given flow

rate); (ii) the photocatalytic area; and (iii) the annulus width.

Three single-annular reactors were considered (reactors A–C)

and their dimensions were chosen so as to stress the effect of the

reactor physical design on its performance under the same

operating conditions. The physical characteristics of these

single-annular reactors are:
� R
ce

nn

iv
eactor A. Single-annular photocatalytic reactor with a

comparatively large volume (V = 2178 cm3, A = 1718 cm2,

and Rext � Rint = 2.5 cm).
� R
eactor B. Single-annular photocatalytic reactor with a

comparatively small volume and small photocatalytic surface

area (V = 633 cm3, A = 1266 cm2, and Rext � Rint = 1 cm).
� R
eactor C. Single-annular photocatalytic reactor with

comparatively small volume and large photocatalytic surface

area (V = 1085 cm3, A = 2170 cm2, and Rext � Rint = 1 cm).

The performance of multi-annular reactors was also studied.

This reactor configuration improves the radiative energy

absorption, because the radiation transmitted through the

two TiO2 films of the inner annulus can be absorbed by the TiO2

films of the middle and outer annuli. When all the TiO2 films

covering the tube walls of the multi-annular reactor have the

same thickness, the value of the superficial rate of photon

absorption decreases significantly from the inner to the middle

and the outer annuli, mainly as a consequence of the radiative

energy attenuation caused by the absorbing medium (TiO2).

This non-uniformity of the rate of photon absorption has an

important effect on the reactor performance. In the case of

multi-annular reactor configurations, the effect on the reactor

conversion of (i) the type of flow pattern (either series or
time; (B and C) single-annular reactor with low residence time; (D) multi-

el wall coated with TiO2 film of uniform thickness); (F) multi-annular series

e surfaces).



Table 1

Single- and multi-annular reactor dimensions and operating conditions

Reactor A Reactor B Reactor C Reactors D, E, and F

Inner and outer radii of the reactor annuli (cm) 1.6–4.1 1.6–2.6 3.1–4.1 1.7–2.3, 2.5–3.3, 3.5–4

Reactor length (cm) 48 48 48 48

Volume of the reactor (cm3) 2178 633 1085 1600

Photocatalytic active area (cm2) 1718 1266 2170 5208

hI (%) 82.5 82.5 82.4 82.5

hA (%) 80.1 79.9 77.1 92

hR (%) 0.28 0.33 0.39 0.26, 0.33, and 0.34

Residence time (s) 21.8 6.3 10.9 16

Operating conditions Volumetric gas flow rate = 100 cm3 s�1; relative humidity = 50%; Cin
PCE ¼ 50 ppm; T = 25 8C;

P = 1 atm; radiation source: Philips TL UV lamp, and 18 W without optical filters.
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parallel) and (ii) the thickness distribution among the TiO2

films deposited on the concentric tubes, were analyzed. Three

multi-annular reactors were considered:
� R
eactor D. Multi-annular reactor with parallel flow pattern

and uniform thickness of TiO2 films. The total volumetric

flow rate of the feed stream was divided among the three

annular channels, in such a way that the flow rate in each

channel was proportional to the corresponding annular cross

section.
� R
eactor E. Multi-annular reactor with series flow pattern and

a single uniform thickness of all the TiO2 films.
� R
eactor F. Multi-annular reactor with series flow pattern and

a single value of the photon absorption rate for all the TiO2

films (this condition was achieved by choosing different TiO2

film thicknesses, depending on the tube considered).

It should be noted that the external dimensions of the three

multi-annular reactors are the same (Table 1), but they operate

with different flow patterns or they have different distribution of

UV absorption rates (uniform/non-uniform).

3. Mathematical modeling of the proposed reactors

A 2D mass balance was developed taking into account the

intrinsic kinetics of the pollutant model (PCE), as well as the

mass transfer rate processes and the absorption of radiative

energy. The following assumptions were made [11]: (i)

reactor operating under steady state; (ii) fully developed

laminar flow; (iii) Newtonian fluid; (iv) azimuthal symmetry;

(v) diffusive mass flow in the axial direction negligible when

compared with convective flow; (vi) chemical reactions take

place only on the photocatalytic films; (vii) constant physical

properties; (viii) TiO2 coatings are always thin enough so that

they can be considered two-dimensional films offering no

internal resistances to mass transfer. Under these conditions,

the differential mass transfer equation for PCE can be written

as

@CPCEðr; zÞ
@z

Vz; jðrÞ ¼
D0

PCE�Air

r

@

@r

�
r
@CPCEðr; zÞ

@r

�
;

ð0< z< ZR; x jR j < r<R jÞ (1)
with the boundary conditions:

D0
PCE�Air

@CPCEðr; zÞ
@r

����
r¼R j

¼ rPCEðR j; zÞ; ð0< z< ZRÞ (2)

D0
PCE�Air

@CPCEðr; zÞ
@r

����
r¼x jR j

¼ �rPCEðx jR j; zÞ ð0< z< ZRÞ

(3)

where CPCE is the local PCE concentration, D0
PCE�Air the

molecular diffusion coefficient of PCE in air

(D0
PCE�Air ¼ 0:072 cm2 s�1), and rPCE(xjRj, z) and rPCE(Rj, z)

are the PCE local reaction rates on the catalytic surface of the

inner and outer wall of each annular channel, respectively. The

rate of the pollutant degradation reaction (rPCE) depends on the

PCE concentration in gas phase at contact with the photoca-

talytic surface; on the relative humidity; and on the superficial

rate of photon absorption. Subscript j equals 1 for reactors A–C,

and it runs from 1 to 3 for reactors D–F, as it discriminates

among the inner, middle and outer annular channels.

Besides, for reactors A–C, the PCE concentration at the

reactor inlet is given by

CPCEðr; zÞjz¼0 ¼ Cin
PCE; ðx1R1 < r<R1Þ (4)

and for the same reactors, the outlet PCE concentration is

calculated as follows

Cout
PCE ¼

R R1

x1R1
CPCEðr; ZRÞVz;1ðrÞrdrR R1

x1R1
Vz;1ðrÞrdr

(5)

The multi-annular reactor D operates with parallel flow pattern;

thus, the PCE concentration at the inlet of each channel is

CPCEðr; zÞjz¼0 ¼ Cin
PCE; ðxiRi < r<RiÞ; ð j ¼ 1; 2; 3Þ (6)

and the outlet PCE concentration is given by

Cout
PCE ¼

P3
j¼1

R R j

x jR j
CPCEðr; ZRÞVz; jðrÞr drP3

j¼1

R R j

x jR j
Vz; jðrÞr dr

(7)

For the multi-annular reactors E and F, operating with a series

flow pattern, the PCE concentrations at the inlet of each annular
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channel are

CPCEðr; zÞjz¼0 ¼ Cin
PCE; ðx3R3 < r<R3Þ (8)

CPCEðr; zÞ
����
z¼ZR

¼
R R3

k3R3
CPCEðr; ZRÞVz;3ðrÞr drR R3

k3R3
Vz;3ðrÞr dr

; ðx2R2 < r<R2Þ (9)

CPCEðr; zÞ
����
z¼0

¼
R R2

k2R2
CPCEðr; 0ÞVz;2ðrÞr drR R2

k2R2
Vz;2ðrÞr dr

; ðx1R1 < r<R1Þ (10)

and the outlet PCE concentration is

Cout
PCE ¼

R R1

x1R1
CPCEðr; ZRÞVz;1ðrÞr drR R1

x1R1
Vz;1ðrÞr dr

(11)

The value of the PCE conversion for all the reactor configura-

tions (A–F) is given by

XPCE ¼
Cin

PCE � Cout
PCE

Cin
PCE

� 100 (12)

For reactor configurations A, B, C, E, and F, the fully

developed velocity profile for a laminar flow of a Newtonian

fluid through the jth annular duct is

Vz; jðrÞ ¼ ð�1Þ jþ1 2Q

pR2
j

ln x j

ð1� x4
jÞln x j þ ð1� x2

jÞ
2

�
1�

�
r

R j

�2

�
1� x2

j

ln x j

ln

�
r

R j

��
(13)

whereas for reactor D, the flow rate through each channel is

proportional to the annular cross section of the corresponding

channel, and consequently:

Vz; jðrÞ ¼
2Qð1� x2

JÞ
p
P3

k¼1ðR2
k � x2

kR2
kÞ

ln x j

ð1� x4
jÞln x j þ ð1� x2

jÞ
2

�
1�

�
r

R j

�2

�
1� x2

j

ln x j

ln

�
r

R j

��
(14)

The PCE local reaction rate on the catalytic surface of the

inner and outer wall of each annular channel enters the model

through the boundary conditions (Eqs. (2) and (3)). In a

previous work [17], the degradation kinetics of PCE from a

moist air stream was studied for different values of PCE feed

concentrations, relative humidities, and irradiation levels in a

differential flat-plate reactor without mass transfer limitations.

This kinetic model was derived from a plausible reaction

mechanism [18–21]. For the experimental conditions used, the

local PCE reaction rate was found to be

rPCEðr; zÞ ¼ �a
CPCEðr; zÞ

1þ KH2OCH2O

ea;sðr; zÞ (15)
where ea,s(r, z) is the local superficial rate of photon absorp-

tion (or LSRPA) and a and KH2O are the kinetic parameters

that were regressed from experimental data using the Leven-

berg–Marquardt method. The obtained parameter values

are: a = 1.54 � 108 cm3 Einstein�1 and KH2O ¼ 3:21

�10�4 m3 mg�1. It should be noted that the kinetic expression

of Eq. (15) shows: (1) first order with respect to the PCE

concentration; (2) linear dependence with respect to the local

photon absorption rate (ea,s); and (3) site-competitive adsorp-

tion between PCE and water, resulting in a direct dependence

of the kinetics on the relative humidity.

The mean value of the pollutant reaction rate on the reactor

catalytic surface is

�
rPCE

�
AR

¼
R

AR
rPCEðr; zÞdA

AR

(16)

where AR is the active catalytic surface area.

AR ¼
Xn

j¼1

2pðx jR j þ R jÞLR (17)

In Eq. (17), n = 1 for reactors A–C and n = 3 for reactors D–F,

while LR is the reactor length.

A radiation field model was developed to predict the LSRPA

at each point on the photocatalytic films [11]. These values are

needed to calculate the local reaction rate (Eq. (15)). In order to

compute the UV radiation field we adopted the three-

dimensional source with superficial emission model [22] and

the ray-tracing computational method. The spectral local

superficial rate of photon absorption (ea;s
l ) at each point on the

reactor catalytic walls is given by

ea;s
l ðr; zÞ ¼

Z fmaxðrÞ

fminðrÞ

Z umaxðr;z;fÞ

uminðr;z;fÞ

Pl;L

2p2RLZL

exp

�
� ngðrÞ

kl;geg

cos an

� nfðrÞ
kl;fef

cos an

�
�

1� exp

�
� kl;fef

cos an

��
cos f sin2u du df (18)

where kl,f and kl,g are the spectral absorption coefficients of the

TiO2 film and of the glass tubes, ef and eg are their correspond-

ing thicknesses, an the angle between the ray trajectory and the

film outwardly directed normal, and ng and nf are the number of

times that a radiation beam has been attenuated by a glass tube

wall or by a TiO2 film, respectively, before its incidence at the

(r,z) position on the catalytic surface. Besides, Pl,L is the

spectral emission power of the lamp, and RL and ZL are the

radius and length of the lamp, respectively.

To obtain the LSRPA we have to add up all the contributions

ea;s
l ðr; zÞ resulting from the lamp spectral emission distribution,

that fall in the range of wavelengths of interest (300–420 nm):

ea;sðr; zÞ ¼
X420 nm

l¼300 nm

ea;s
l ðr; zÞ (19)

The average value of the LSRPA on the reactor catalytic surface

area (AR), or the surface rate of photon absorption (SRPA), is



Fig. 2. Predicted values of PCE conversion. Keys: total reactor conversions ( )

and partial conversion in each annular channel: j = 1 ( ), j = 2 ( ), j = 3 ( ).
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defined as follows

�
ea;s

�
AR

¼
P420 nm

l¼300 nm

R
AR

ea;sðr; zÞdA

AR

(20)

Another property that is necessary for the radiation model

calculations is the spectral net radiative flux on the area of

the reactor wall of radiation entrance, given by

ql;RW ¼
Z fmaxðRWÞ

fminðRWÞ

Z umaxðRW;z;fÞ

uminðRW;z;fÞ

Pl;L

2p2RLZL

cos f sin2 ududf

(21)

The total quantum efficiency (hT) was employed to compare

how well photocatalytic reactors make use of the energy

emitted by the lamp to decompose the pollutant. This efficiency

is defined as the ratio of the number of molecules of the

pollutant reacted to the number of photons emitted by the lamp.

The total quantum efficiency can be expressed as the product of

the reactor radiation incidence efficiency (hI), the catalyst

radiation absorption efficiency (hA), and the overall reaction

quantum efficiency (hR) [23]:

hT ¼ hIhAhR (22)

The reactor radiation incidence efficiency (hI) is the ratio of

photons entering the reactor to the total number of photons

emitted by the lamp. It can be obtained as follows

hI ¼
R

ARW

R
lL

ql;RW dl dAR
lL

Pl;L dl
(23)

where ARW is the area of radiation entrance to the reactor (i.e.

the inside wall of the inner tube) and ql,RW is obtained from

Eq. (21). The value of hI depends on the reactor-lamp config-

uration and dimensions and on the optical properties of its

building materials.

The catalyst radiation absorption efficiency (hA) is the

fraction of photons that entered the reactor, are absorbed by the

catalytic films. The numerical values of hA can be obtained by

hA ¼
R

AR

R
lL

ea;s
l dl dAR

ARW

R
lL

ql;RW dl dA
(24)

This efficiency depends on the optical properties of the reactor

building materials (mainly the photocatalyst optical properties)

and on the internal reactor configuration. For the reactors

considered in this work, the TiO2 catalyst is immobilized on

the tube walls in contact with the fluid streams. After entering

the reactor, part of the UV radiation is partially absorbed by the

thin TiO2 catalytic films; a small part is absorbed by the

borosilicate tubes, and the rest is transmitted through the films

or reflected on their surface. However, only the radiative energy

absorbed by the TiO2 films is useful for the pollutant degrada-

tion reaction. The radiation absorption efficiency hA takes into

account the reduction of the radiative energy available for the

reaction due to these effects.

Finally, the overall reaction quantum efficiency (hR) is

defined as the ratio of the number of molecules of PCE reacted
to the number of photons absorbed by the catalytic film. This

efficiency can be obtained by

hR ¼ �

�
rPCE

�
AR�

ea;s

�
AR

(25)

The value of hR depends on the specific reaction taking place as

well as on the nature of the photocatalyst employed and is

strongly affected by the reactor operating conditions. Only

under uniquely defined conditions, its value is useful to com-

pare different reacting systems and reactor arrangements.

4. Model results and discussion

The model described in the previous section was applied to

each reactor configuration proposed in this work (reactors A–F)

to predict its performance for PCE degradation, and to analyze

the effect of the design variables on the pollutant conversion.

All the computational simulation results for A–F reactors were

obtained with the same operating conditions (see Table 1): inlet

volumetric gas flow rate = 100 cm3 s�1; inlet relative humid-

ity = 50%; PCE inlet concentration = 50 ppm; tempera-

ture = 25 8C; pressure = 1 atm; radiation source: Philips TL

UV lamp; and 18 W without optical filters. The systems of

differential equations were solved by using the finite

differences method (with an ad hoc developed FORTRAN

program). Details of the numerical procedure are given

elsewhere [11].

Fig. 2 shows the predicted values of PCE conversion

(Eq. (12)) for each reactor configuration and the partial

pollutant conversion achieved in each annular channel for

reactors D–F. Exception made for reactor D, the performance of

the reactors shows relative improvements on the pollutant

conversion when comparing configurations from A to F. It is

important to highlight that the predicted improvements can be

obtained only by changing the reactor geometry or dimensions,

with the same lamp, using the same TiO2 catalyst and keeping

the other operating variables unchanged.
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The values of hI, hA, and hR are predicted with Eqs. (23–25)

for the annular reactors in the series A–F are shown in Table 1.

The high values of hI obtained (�82.5%) are characteristic of

the annular configuration, due to the geometric compatibility

between an annular reactor and a tubular lamp placed at the

reactor central axis. The values of hA are also high, even for the

case of single-annular reactors (80.1%, 79.9%, and 77.1% for

reactors A, B, and C, respectively). The hA value increases to

92% when multi-annular reactors D–F are considered. This is a

direct consequence of the ability of the multi-annular

configuration reactor to absorb most of the radiative energy

that have entered it. The photons transmitted by the inner

annulus after partial absorption and reflection, can be absorbed

by the TiO2 films of the middle and outer annuli. In contrast to

the high values of hI and hA, the predicted values of hR are very

low. This result can be understood by considering the much

diluted concentration of the pollutant (Cin
PCE ¼ 50 ppm) and the

usually low intrinsic efficiency of the photocatalytic reactions.

This issue has been discussed in detail elsewhere [23].

Let consider the single-annulus reactors A–C. Although the

residence times of reactors B and C (6.3 s and 10.9 s,

respectively) are lower than that of reactor A (21.8 s), the

predicted values of conversion for both B and C reactors are

higher (76.6% for reactor B and 82.1% for reactor C, against

62.7% for reactor A). It should be noted that the values of hI and

hA corresponding to the three single-annular reactors are almost

the same. Thus, neither the reactor radiation incidence

efficiency nor the catalyst radiation absorption efficiency is

responsible for the differences on the performance among

reactors A–C. Nevertheless, it should be noted the concordance

between the values of hR and the values of PCE conversion

predicted for reactors A–C (hR increases with XPCE). As it was

observed in a previous work [23], the values of hR are strongly

affected by the external diffusive resistances. To clarify this

point, Fig. 3 shows the PCE dimensionless concentration

against the radius of the annulus for reactors A–C for different

axial positions (z = 0, z = (1/3)ZR, z = (2/3)ZR, and z = ZR). As

it can be seen from this figure, there are noticeable external

concentration radial gradients which indicate the existence of

important diffusive resistances. However, the magnitudes of the
Fig. 3. Dimensionless PCE concentration radial gradients predicted for the

following conditions: volumetric flow rate = 100 cm3 s�1, Cin
PCE ¼ 50 mg m�3,

relative humidity = 48%, and SRPA = 1.56 � 10�9 Einstein cm�2 s�1. Keys:

(—) z = 0, (– – –) z = 1/3 ZR, (- - -) z = 2/3 ZR, (� � �) z = ZR.
concentration gradients are not equal in these three reactors,

decreasing from reactor A to C.

The main difference between reactors A and B is the annulus

width (2.5 cm and 1 cm, respectively). It can be observed in

Fig. 3 that the radial concentration gradient diminishes when

the annulus width is smaller. This reduction in the reactant

diffusive resistances produces an increment of the PCE

conversion of reactor B compared to that of reactor A. Hence,

under the employed operating conditions, the reduction in the

annulus width improves the reactor performance.

On the other hand, reactors B and C have the same annulus

width, but reactor C has a larger photocatalytic surface area. As

mentioned before, both reactors B and C absorb approximately

the same amount of radiative energy (see hI and hA in Table 1).

Nevertheless, based on model results, it is possible to conclude

that the values of the superficial rate of photon absorption (ea,s)

are lower on reactor C than on reactor B. By considering the

lineal dependence of the ea,s on the rate of PCE degradation

(Eq. (15)), it can be concluded that the lower ea,s values will cause

lower local reaction rates. The reaction step will control the

diffusion-reaction process and the pollutant concentration radial

gradient will diminish. Hence, the overall effect of increasing the

active photocatalytic area and decreasing the diffusive resis-

tances result in an improvement of the pollutant conversion.

The physically based mathematical model described in the

previous section was also used to simulate the performance of

the multi-annular reactors D–F. The computer simulation

results were obtained adopting the operating conditions of

Table 1. As it was previously discussed, reactors D–F have the

same dimensions but with differences in either the flow pattern

(parallel or series flow operation) or the TiO2 film thickness.

Nonetheless, reactors D–F have the same values of hI and hA as

shown in Table 1.

It should be noted in Fig. 2 that the multi-annular reactor

operating with parallel flow pattern (reactor D) presents the

lowest pollutant conversion (60%). Also note that the partial

conversions in the inner, middle and outer annular channels are

99.9%, 67% and 25.9%, respectively. The inefficient perfor-

mance of the outer annular channel is related to the non-

uniformity of the LSRPA. By using the mathematical model, it is

possible to predict that almost 90% of the useful radiative energy

is absorbed on the TiO2 films of the inner and middle annuli.

Therefore, the pollutant degradation takes place mainly in the

inner and middle annuli (greater rate of photon absorption), while

the PCE conversion produced in the outer annulus is quite low

(smaller rate of photon absorption). Besides, from Eq. (7) it may

be concluded that the low PCE conversion obtained in reactor D

is due to the fact that the pollutant reacts mainly in the inner and

middle annuli. The outer annular channel acts as an undesirable

by-pass for reactants as a consequence of the lower rate of photon

absorption (lower pollutant reaction rate). These results indicate

that the multi-annular configuration with parallel flow pattern

would be an inefficient alternative for pollutant elimination.

On the other hand, the predicted PCE conversion of reactors

E and F are 89.7% and 94.2%, respectively. The values of the

intermediate conversion in each annular channel for reactors E

and F are shown in Fig. 2. In the same way as reactor D, the PCE



Fig. 4. Flow sheet of the experimental device. Keys: (1) PCE + air; (2) air; (3)

mass flowmeters; (4) humidifier system (saturation flask, heat exchanger and

thermostatic bath); (5) thermohygrometer; (6) inlet sampling device; (7)

photocatalytic reactor; (8) outlet sampling devices; (9) gas scrubber.
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degradation in the reactor E takes place mainly in the inner and

middle annuli, and the pollutant conversion in the outer annulus

is lower. Nevertheless, the low conversion achieved in the outer

annulus (9.9%) is significantly increased after the reactants

have flowed through the middle and inner annuli, where the

predicted PCE conversion is 44.3% and 89.7%, respectively.

From this analysis it is possible to conclude that the series flow

pattern (reactors E and F) is more convenient than the parallel

flow pattern (reactor D).

From model results, it is possible to conclude that the largest

PCE gradients in reactor E are found in the inner annulus

channel as a consequence of the highest LSRPA (see Eq. (15)).

By reducing the thickness of the TiO2 film deposited on the

walls of the inner annulus and increasing it on the walls of outer

annulus, it is possible to modify the photon absorption rate

distribution (maintaining the same values of hI and hA) and

obtain an almost uniform value of LSRPA for all the TiO2 films

(i.e. reactor F). This modification contributes to reduce the

diffusive resistances in the inner channel and increases the

reaction rate in the middle and outer annuli. The redistribution

of the radiative energy achieved by using variable TiO2 film

thicknesses (reactor F) modifies substantially the partial

conversion in each annular channel, and improves the overall

performance of reactor F.

In this work, we only analyzed the single- and three-annular

configurations. A two-annular configuration can also be

considered, but the results will be intermediate between the

single- and three-annular configurations, closer to the three-

annular one.

5. Experimental validation of the model

All the results discussed in the previous section have been

obtained by using a predictive model. An essential part of any

model development process is the validation of the model

predictions by comparing them with experimental data. We

chose the multi-annular reactor E (Fig. 1) as the most

convenient for model validation purposes because of its good

performance for PCE degradation and because it is easier to

construct than the other candidate (i.e. reactor F). Therefore, the

multi-annular reactor E was constructed with the dimensions

shown in Table 1. Previous to the immobilization step, each

tube was carefully cleaned first with isopropyl alcohol and then

with triple-distilled water. Then, the borosilicate tubes were

heated at 500 8C during 5 h to remove any trace of organic

compounds that eventually could have been retained on the

tubes surface. After the tubes were cooled down to room

temperature, each of them was immersed in a aqueous

dispersion of TiO2 particles obtained by using a sol–gel

technique [24] and was subsequently withdrawn slowly

(3 cm min�1) in order to allow for the liquid in excess to

drain. To minimize coating problems related with interface

surface tension in the dip-coating process and to improve the

uniformity of the TiO2 films, we added a small amount of a

surfactant to the aqueous dispersion of TiO2 particles. Finally,

the tubes were dried in an oven at 80 8C and then heated at

200 8C during 6 h. Experimental and predicted PCE concen-
trations at the reactor outlet obtained for a chosen range of

operating conditions were compared.

The experimental setup employed is schematically shown in

Fig. 4. The photocatalytic reactor was fed with a mixture of air,

water-saturated air, and PCE-air streams. Pre-established ratios

among the mass flows of these three streams allow obtaining a

controlled operation, as well as the desired inlet PCE

concentration and relative humidity. Chromatographic quality

air (air liquide) was used, and the PCE-air mixture was prepared

from chromatographic air and liquid PCE (Merck, p.a. quality).

The water-saturated air stream was obtained by letting the air

stream bubble through a saturation flask containing distillated

water at 20 8C. The volumetric flow rates of the three streams

(air-PCE, dry air, and water-saturated air) were regulated with

on-line mass-flow controllers (Matheson Corp.). The tempera-

ture and the relative humidity of the feed stream were measured

with an on-line thermohygrometer (Oakton 35612-00) located

just upstream from the sampling point in the reactor feed line.

For each experimental run, the operating variables were

fixed at the pre-established values, the lamp was turned on, and

then the reactor was maintained for 3 h under continuous

operation to ensure both constant light intensity and steady state

regime of the reaction system. The PCE concentrations in the

inlet and outlet streams were measured by off-line gas

chromatography (Hewlett Packard 5890; J&W1257032 col.;

FID det.). For detecting any possible stable intermediate

species and/or reaction by-products, the outlet stream was also

analyzed by gas chromatography-mass spectroscopy techni-

ques (Shimadzu QP-5000). The spectral optical properties of

the materials employed (glass tubes, TiO2 films, and neutral

filters) were measured with a UV–vis spectrophotometer

(Varian Cary, 100 Bio), within the emission wavelength range

of the lamp.

The radiation flux reaching the photocatalytic multi-annular

reactor was modified by interposing specially constructed



Table 2

Experimental PCE conversions against model predictionsa

Volumetric flow rate (cm3 s�1) Relative humidity (%) SRPA � 10�11 (Einstein cm�2 s�1) Xexp
PCE (%) Xmod

PCE (%) Absolute error (%)

4.17 48 1.00 52.6 40.55 12.05

7.14 48 1.00 30.1 26.26 3.84

12.55 48 1.00 19.1 15.89 3.21

15.82 48 1.00 14.7 12.82 1.88

20.75 48 1.00 11.3 10.00 1.30

12.50 11 1.00 31.7 32.59 0.89

12.50 30 1.00 22.5 21.22 1.28

12.50 48 1.00 19.1 15.92 3.18

12.50 89 1.00 12.9 10.14 2.76

11.36 47 0.79 16.4 14.00 2.40

11.36 47 1.00 23.5 17.46 6.04

11.36 47 2.74 53.8 40.89 12.91

11.36 47 15.00 100 94.38 5.62

11.36 47 26.50 100 99.38 0.62

a C0
PCE ¼ 50 mg m�3; T = 20 8C; P = 1 atm.
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filters between the lamp and the reactor inner tube. These

neutral filters were constructed on red sensitive, 0.1 mm

thickness, polyester films, for recorders with He–Ne laser

(HNm from AGFA Alliance Recording), by printing different

tones of gray with the aid of a software.

Several experimental runs have been performed under

different operating conditions (PCE concentration equal to

50 ppm, relative humidity from 10 to 90%, irradiation level

from 1.0 � 10�11 to 1.6 � 10�9 Einstein cm�2 s�1, volumetric

flow rates from 2 to 30 cm3 s�1). No degradation of PCE was

detected in the absence of either the TiO2 photocatalyst or UV

irradiation. Besides, under the experimental operating condi-

tions, no stable intermediate species and/or reaction by-

products were detected by GC-MS. The compounds present in

the photocatalytic reactor outlet streams were PCE, H2O, CO2,

and HCl. Experimental and predicted PCE conversions at the

reactor outlet are compared in Table 2. Satisfactory agreement

was obtained when experimental and predicted PCE conver-

sions are compared over the entire range of the operating

conditions. This is a remarkable result considering that the

mathematical model employed in the present work does not

make use of any experimentally adjusted parameter.

6. Conclusions

We have studied the performance of six annular photo-

catalytic wall reactor configurations by using a two-dimen-

sional, reaction-diffusion-convection model and reliable

intrinsic reaction kinetics for the photocatalytic degradation

of perchloroethylene (PCE). Taking into account that the same

model was applied to each one of the six reactors analyzed, for

validation purposes we only employed one of the reactors. We

chose the multi-annular reactor with its channels intercon-

nected in a series arrangement and uniform TiO2 film thickness

as the most convenient for model validation purposes because

of its good performance for PCE degradation. The model was

successfully validated against experimental results obtained

with this reactor.

Simulation results indicate that:
� S
ingle- and multi-annular photocatalytic reactors present

high values of reactor radiation incidence and catalyst

radiation absorption efficiencies.
� T
he performances of the studied reactors are strongly

influenced by external diffusive resistances.
� T
he unfavorable effect of diffusive resistances on the rector

performances could be reduced by constructing photocata-

lytic annular wall reactors of small annular thickness and

large irradiated photocatalytic surface areas.
� T
he multi-annular reactor configuration is very efficient at

absorbing most of the radiative energy that have entered it.

The photons transmitted by the inner annulus after partial

absorption and reflection, can be absorbed by the TiO2 films

of the middle and outer annuli. The multi-annular config-

uration with parallel flow pattern is predicted to be an

inefficient alternative for pollutant elimination.
� T
he multi-annular reactor with its annuli interconnected in a

series pattern, causing the gas stream to reverts its direction

when passing from one annulus to the next, is the most

adequate among all the studied configurations for PCE

photocatalytic elimination.
� T
he mathematical model developed in this work is a useful

tool for the optimal design of a photocatalytic wall reactor.
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