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Abstract 

This paper addresses the problem of high cycle fatigue resistance associated to notches and the role of short crack 
propagation in the fatigue notch sensitivity quantified by the notch factor kf. An integrated fracture mechanics 
approach is proposed to estimate the fatigue notch sensitivity, by including the effect of both blunt and sharp 
notches.  
Whether fatigue strength at a given life is controlled by crack initiation (very blunt notches, kf = kt), by 
microstructuraly short cracks (blunt notches, kf < kt), or by mechanically short crack propagation (sharp notches, kf 
<< kt), depends on the stress concentration kt, the notch length D and the material threshold to crack initiation eR, 
to short crack propagation Kth and to long crack propagation KthR.  
The approach includes the prediction of the fatigue crack propagation threshold for short cracks, previously 
developed to analyze the short crack behavior in metallic materials with or without blunt notches, and is integrated 
adding the influence of sharp notches and accounting for the controlling parameters. It estimates the fatigue 
resistance of the component by comparing the threshold for fatigue crack propagation as a function of crack length, 

Kth, with the applied K for the given configuration. Estimations for results reported in published bibliography are 
presented. 
The proposed fracture mechanics approach allows accounting for the effects of notch acuity, notch size and intrinsic 
material fatigue properties on fatigue notch sensitivity. It opens the door to a new simple method for predicting 
fatigue notch sensitivity and fatigue strength of components with geometric concentrators by using parameters that 
can be easily measured or estimated, without the necessity of any fitting parameter.  
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1. Introduction  
 
When components containing notches or holes of a given elastic stress concentration factor kt are tested under cyclic 
loading and their fatigue strengths measured, two observations are generally made [1-7]. One is that the fatigue 
notch factor, kf, which is given as the ratio of the un-notched specimen fatigue strength to that of the notched 
specimen fatigue strength, is generally less that kt. This phenomenon has been called fatigue notch sensitivity. The 
other observation is that the smaller the size of the notch or hole the smaller is the value of kf. This phenomenon has 
been associated to the notch size effect. 
 
The fatigue notch factor kf depends on notch geometry and material and many interpretations of the kf < kt effect has 
been given. The most popular and traditional interpretation of the kf < kt effect is based on the concept of critical 
distance or process zone volume [8-10]. The material is not sensitive to the Peak stress on the surface but rather to 
an average stress over some finite volume of material that would be involved for the fatigue damage process to 
develop. A collection of the most commonly used methods are presented in Ref. [11]. They usually include material 
parameters to account for the notch sensitivity, but no physical stress at a particular point, located at a material-
constant distance from the notch meaning is given for them. Besides, all formulas show considerable scatter when 
applied to different materials. The following formulae proposed by Peterson [12] is an example:  
 

(1) 
 
where  is the notch root and A is a material parameter. The Peterson´s approaches [12] give the simplest formulas 
and they use the local stress at a particular point, located at a material-constant distance from the notch root. The 
critical distance concept is motivated by experimental observations on the notch radius influence; the smaller the 
notch radius, the larger the stress gradient and the smaller the average stress or the local stresses at a given distance 
from the notch root. 
 
The major failing of the above historical approach is that failure is associated with bulk stress or strain parameters 
and not to the behavior of a fatigue crack and its local associated stress field. Such bulk parameters do not take into 
account the various regimes of fatigue process. 
More recently, some fracture mechanics based approaches have been proposed by using the same concept, as the 
critical distance/line/volume methods proposed by Taylor [16]. For instance, in the case of the critical distance 
method, the material parameter is estimated from the plain fatigue limit (defined, for instance, as the endurance limit 
for 107 cycles), and the threshold for fatigue propagation for long cracks. However, this concept has limitations to 
explain the effect of specimen size, even though it is said that it can also be accounted for by the same argument 
[17]. Besides, they do not take into account explicitly the physical mechanisms of crack initiation and short crack 
propagation.  
 
Classical LEFM analyses of crack propagation conditions [18-22] have pointed out that the presence of cracks can 
be a major cause of the kf < kt effect. An important advance in understanding why kf is less than kt and quantifying 
the fatigue notch sensitivity was made by El Haddad et al. [4], Tanaka et al [2,21], McEvily and Minakawa [20], 
Taylor et al [17], Chapetti et al [23-24], among others [3,18] based upon the growth behavior of small fatigue cracks 
and by using different models.  
 
In the present paper we deal with this matter again, using an integrated fracture mechanics approach and accounting 
for both the fatigue notch sensitivity and the notch size effect. The main purpose of this paper is to propose a simple 
approach for dealing with the fatigue notch sensitivity and the notch size effect, based on fundamental 
understanding of the factors responsible for these phenomena.  
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2. Threshold conditions and non-propagating cracks 
 
As shown by a Frost diagram (Fig.1, diagram that shows fatigue limit as a function of stress concentration factor kt) 
[25], there is a critical kt beyond which fatigue limit is controlled by crack propagation [15] (sharp notch regime). 
The fatigue notch factor kf is lower than kt because the crack propagation stress (90 MPa; full symbols in Fig.1) 
becomes higher than the crack initiation stress (260 MPa/kt; open symbols in Fig.1, where 260 MPa is the plain 
fatigue limit for the material analyzed in [25]). The Frost diagram shows a region of non-propagating cracks for 
sharp notches. These cracks have initiated but the driving force is not high enough to make them to propagate till 
fracture. The crack propagation threshold condition can be then estimated from the long crack propagation threshold 

Kth. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Fig.1   The Frost diagram of fatigue limit versus stress concentration factor kt. Mild steel specimens having V-notches 1.3 mm deep and root radii 
varying from 0.005 mm to 0.3 mm [25]. 

 
However, it is well known now that even in the blunt notch region the fatigue limit could be given by a threshold 
condition associated to microstructurally-short non-propagating cracks [1,19,23], and this matter is analyzed in 
detail in next sections. Here we can then summarize that in "sharp" notches (high stress concentration factor, kt), 
mechanically-short non-propagating cracks exist at the fatigue limit of the notched component, whereas "blunt" 
notches (small kt), exhibit microstructurally-short non-propagating cracks. In the case of blunt notches the driving 
force that is sufficient to initiate a crack at the notch root and overcome the strongest microstrucural barrier, is also 
sufficient to cause continuous propagation of the crack to failure and the fatigue strength is given by a 
microstructural threshold determined by a  criterion. On the other hand, in the case of sharp notches the fatigue 
strength is given by a mechanical threshold defined by a K criterion (applied stress intensity factor range), and the 
development of mechanical non-propagating cracks is allowed by the existence of a stress gradient high-enough and 
the development of the crack closure effect. In this case the fatigue strength becomes independent of the stress 
concentration factor kt and is governed mainly by the notch depth D and the fatigue threshold th for physically 
small or long cracks (the stress range associated to the threshold for fatigue crack propagation as a function of crack 
length, see Figure 2.a. below) [4,5,20]. So there is a clear transition in the mechanism that defines the fatigue limit 
of the notch and the associated controlled parameters. 
 
This transition is not accounted for by using the traditional approaches mentioned in the previous section. Those 
models need material parameters that should be experimentally obtained for a given material and are not 
independent of the notch geometry. They can only explain the notch sensitivity for sharp notches for a given notch 
depth D. If the geometrical parameter D changes, the material parameter of the model should be also changed. It is 
clear that those models have empirical bases and that they cannot predict fatigue resistances properly. 
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3. The fatigue blunt notch sensitivity  

 
In a previous work [23,24], a model for the notch size effect on the basis of the experimental evidence that both, the 
plain- and the blunt-notched fatigue limit represents the threshold stress for the propagation of the nucleated short 
cracks, was derived. The derived relationship characterizes the fatigue notch sensitivity by means of the parameter 
ktd defined as the stress concentration introduced by the notch at a distance d from the notch root surface equal to the 
distance between microstructural barriers (e.g. grain boundaries), as follows: 
 

(2) 
 
 
where  is the notch radius.  
Defining di as the mean distance between microstructural barriers i, and edi as the fatigue limit associated to a 
given barrier i, the fatigue limit e of the notched component at a given kt would be given by the greatest edi at 
that kt, as follows: 
 

(3) 
 
 
and  

(4) 
 
 
where eRdi is the effective resistance of the barrier i and ktdi is the stress concentration introduced by the notch at a 
depth x = di, for the stress ratio R. The concept is shown schematically in Fig 2(b) by considering three consecutive 
microstructural barriers placed at distances d1, d2 and d3 from the surface (d1 < d2 < d3), with their effective 
resistance eRd1, eRd2 and eRd3, respectively, as we can see in Fig 2(a). From kt = 1 to kt1 the fatigue limit of the 
notch component is given by e = eRd1/ktd1, from kt1 to kt2 by e = eRd2/ktd2, and so on.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
a)          b) 
 

Fig. 2   (a) Kitagawa-Takahashi-type diagram showing the threshold between propagation and non-propagating cracks; after [26]. (b) The fatigue 
limit e of blunt notches defined as the greatest fatigue limit associated with the effective resistance eRdi and the position from the notch-root 
surface di of the microstructural barriers i, see Eq. (3) [23]. El Haddad model is also schematically shown in (a) [3]. 
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In references [23,30] this concept was used to analyze the influence of the position and the effective resistance of the 
microstructural barriers on the fatigue notch sensitivity of several steels. It was shown experimentally that the plain 
fatigue resistance is mainly given by the first (and the strongest) microstructural barrier. As the stress concentration 
effect increases, deeper barriers with lower effective resistance start to define the fatigue resistance. 
 
The simplest assumption is to consider d1 and eR as its resistance, and kf equal to the ktd associated to this 
strongest barrier, which is conservative. The smaller is the value of d, the closer is the fatigue limit to that given by 

eR/kt for blunt notches.  
 
The Kitagawa diagram schematized in Fig. 2(a) also shows the point stress model concept applied to the results 
(black point), in which the intrinsic L0 crack length is obtained with the plain fatigue limit and the threshold for long 
cracks. It is easy to understand that in this approach the non-propagating crack length associated to the fatigue limit 
of any blunt notch (and so for any kt) is constant and equal to L0. This result is a consequence of that the threshold 
condition is given by the threshold for long crack, KthR (a constant value for a given stress ratio R), for any 
configuration. As a result, the fatigue limit is associated to the same intrinsic crack length for any kt value for blunt 
notches. 
 
It can then be addressed that the point stress analysis gives accepted results but it cannot catch the real mechanism 
associated to the definition of the fatigue limit. Besides, it is easy to see and demonstrate that it gives 
underestimations, in some cases significant. 
 

4. A fracture mechanics approach for thresholds estimation 
 
Taking in consideration all the introduced concepts, in the case of blunt notches, for which the short crack behavior 
is important, we can use a fracture mechanics approach proposed previously to estimate a continuous crack 
propagation threshold curve integrating the short and long crack regime [26], starting from a depth given by the first 
and strongest microstructural barier (associated to the plain fatigue limit, or the microstructural threshold for fatigue 
crack propagation as was defined by Miller [1], see Figure 2a). In that study an expression to estimate the threshold 
for fatigue crack propagation as a function of crack length was obtained by using only the plain fatigue limit, eR, 
the threshold for long crack, KthR, and the microstructural characteristics dimension, d (e.g., grain size). The 
expression was defined from a depth given by the position d of the strongest microstructural barrier that defines the 
smooth fatigue limit (e.g. first grain boundary). A microstructural threshold for crack propagation, KdR, is defined 
by the plain fatigue limit eR and the position d of the strongest microstructural barrier (see Figure 2a). 
 
A total extrinsic threshold to crack propagation, KCR, is then defined by the difference between the crack 
propagation threshold for long cracks, KthR, and the microstructural threshold, KdR. The development of the 
extrinsic component is considered to be exponential and a development parameter k is estimated as a function of the 
same microstructural and mechanical parameter used to define the material threshold for crack propagation. The 
material threshold for crack propagation as a function of the crack length, Kth, is then defined as [26]: 
 

(5) 
 
where KdR and k are given by: 
 

 (6) 
 
 

(7) 
 
Figure 3 shows schematically the definition of the threshold curve given by expression (5) in terms of the stress 
intensity factor threshold range Kth, respectively, as a function of crack length. For a crack length a = d, Kth = 

KdR, and Kth tends to KthR for long cracks. The expression allows a definition of a crack initiation period as the 
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number of load cycles necessary to initiate a crack of depth d (micro-crack initiation), from which the crack 
propagation behavior can be analyzed (a ≥ d). This applies to materials free of cracks or crack-like defects. In the 
case of a component with defects the crack initiation period is usually minimized, and the initial crack length for the 
crack propagation period will be given by the maximum crack-like defect. 
 
Once the threshold as a function of crack length is known, the fatigue crack propagation behavior or the threshold 
condition associated to a given component can be estimated by accounting for the difference between the total 
applied driving force, defined by the applied stress intensity factor range for the given geometrical and loading 
configuration ( K), and the threshold for crack propagation ( Kth), as follows: 
 

(8) 
 
where C and m are material parameters [6,7] and the threshold for crack propagation defines the effective driving 
force applied to the crack. Both parameters, K and Kth, should be known as a function of crack length.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Fig. 3   Defined fatigue crack propagation threshold as a function of crack length, given by expression (5). 

 
The fatigue limit for a given component configuration and the associated non-propagation crack can then be easily 
estimated without knowing the fatigue crack propagation data (C and m). Figure 4 shows schematically the 
resistance curve concept that use the threshold for fatigue crack propagation Kth and the applied driving force K 
(both as a function of crack length). The value of K should be greater than Kth for any crack length (between the 
initial crack length ai and the final crack length af). The fatigue limit e will be given by the nominal stress  for 
which the applied K becomes equal to Kth for a given crack length (see Figure 4). Then the tangent condition 
defines the associated non-propagating crack length associated to the component configuration. The maximum 
defect size allowable for that configuration can also be known, so that the approach can also analyze the defect size 
sensitivity of the analyzed configuration. 
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Fig. 4   Schematical explanation of the condition for the threshold associated to the fatigue limit of a given joint configuration, in terms of stress 
intensity factor range. 

In Figure 4 the differences with the point stress approach can also be clearly understood. In this case the threshold 
condition is given for any configuration by the threshold for long crack, KthR (a constant value for a given stress 
ratio R). Besides, the fatigue limit so defined is associated to the intrinsic crack length for any kt value for blunt 
notches. This is the base of the point stress model, for which the point 1 in Figure 4 (a kind of fixed barrier that 
should be overcome by the applied driving force) gives all the configurations that define the fatigue limit as a 
function of kt for blunt notches. See also the green point in Figure 2(a). Applications of the approach can be found in 
references [23-30]. 
 
By using the threshold curve approach, the threshold condition depends on the relative position of the applied 
driving force K and the threshold for fatigue crack propagation, both as a function of crack length. As a result, the 
non-propagating crack associated to the fatigue limit (a threshold condition for fatigue crack propagation) depends 
on both curves ( K and Kth). In this case, if the stress concentration factor increases, the threshold condition moves 
from point 2 to point 3, as it is shown schematically in Figure 4.  
 
Here a further step should be done, in order to account for the transition between blunt and short notches and the 
introduction of the notch size effect in the definition of the fatigue resistance.  
 

5. The proponed Fracture Mechanics Approach for notches 
 
In the case of blunt notches, and considering the concepts introduced in section 3, the following expression to 
estimate the crack driving force in the case of a blunt notch, KBN, can be used to account for a short crack in a 
notch stress field [6,7]: 
 

(9) 
 
 
For the case of sharp notches, for which the total effective crack length (a+D) should be considered, the following 
expression can be used [6,7]: 
 

(10) 
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The actual applied K should transit gradually from expression (9) to expression (10), as it is shown schematically 
in Figure 5. 
 
 
 
 
 
 
 
 
 
 

Fig. 5   Schematical explanation for the transition of the actual crack driving force K from expression (9) to expression (10). 

 
In order to get a unique expression for the crack driving force K for any kt, we propose the following: 
 

(11) 
 
Where KBN and KSN are given by expressions (9) and (10), respectively. 
 
According to the proposed expression (11), the transition is given by the function g, estimated as: 
 

(12) 
 
where D is the notch depth,  is the notch radius, and f is a numerical parameter. This expression was chosen after 
making a deep analysis of the different combinations of the main parameters controlling the transition (D and ). 
Figure 6 shows some results of that analysis for the chosen expression and for a given hypothetical material. 
 
Besides, there are previous indications of the expression (D )1/2 as the one controlling the transitions [6,7]. 
However, the physical mechanism of the transition in the definition of the fatigue resistance could not be clarified. 
 
In order to obtain a model to carry out actual estimations, the parameter f should not depend of the material or the 
notch geometry. In order to check this matter, a parametric analysis has been done using several f values. Results 
have shown that this parameter can be fixed properly as equal to 2, for which very good transition for all studied 
cases could be obtained. Figure 7 shows an example of the analysis carried out to define the parameter f. 
 
 
 
 
 
 
 
 
 
 
 
 

Fig. 6   Some results of the analysis of the different combinations of the main parameters controlling the transition (D and through expression 
12).   
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Fig. 7   Some results of the analysis carried out to define the parameter f of expression (12). 

 
 
The fatigue threshold condition that defines the fatigue resistance of the configuration for any notch geometry and 
sizes can then be estimated comparing the applied K given by expression (11) and the threshold for fatigue crack 
propagation as a function of crack length estimated by using expression (5). 
 

6. Applications 
 
In order to show the ability of the approach to estimate the fatigue notch sensitivity and size effect in fatigue, two 
sets of experimental results taken from references [31] and [32] are analyzed. Table 1 shows data used for 
estimations. Experimental results and estimations made by using the proposed model are shown in Figures 8 and 9, 
respectively. Full circles indicate fracture, hollow circles indicate no fracture and without non-propagating cracks, 
and crossings indicate no fracture with non-propagating cracks in specimens. In all figures three estimations curves 
are shown, corresponding to kt, ktd (first barrier, at d), and kf. 
 
It can be seen very good predictions, not only in the estimation of the level of the fatigue resistance, but also in the 
estimation of the transition from blunt to sharp notches. It is important to remark that the results are really estimated, 
since the procedure does not require any fitting parameter. Further applications, analysis and results will be 
published soon. 

Table 1. Data for estimations. Experimental results from references [31], and [32] are shown in Figures 8 and 9 together with estimations. 

Ref Material R eR 
[MPa] 

KthR 
[MPa m1/2] 

d 
[mm] 

D 
[mm] [mm] kt 

[31] 0.22C 
Steel -1 395 13 0.068 5.08 

1.27 2.2 
0.5 4.47 

0.25 6.71 
0.1 9.23 

[32] SM41B 
Steel -1 326 12.36 0.064 3 

3 2.63 
0.83 4.23 
0.39 5.72 
0.16 8.48 
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Fig. 8   Experimental data from [31] for 0.22C steel, and estimations by using the proposed model. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Fig. 9   Experimental data from [32] for SM41B steel, and estimations by using the proposed model. 

 
7. Concluding remarks 

 
In this paper an integrated fracture mechanics approach is proposed to account for both the fatigue notch sensitivity 
and the notch size effect. The main purpose was to propose a simple approach for dealing with the fatigue notch 
sensitivity and the notch size effect, based on the fundamental understanding of the factors responsible for these 
phenomena. The model considers the effects of notch acuity, notch size and material properties to account for the 
fatigue notch factor kf for both, blunt and sharp notches. Applications, estimations and results showed very nice 
agreements with experimental results. The model is simple to apply, accounts for the geometrical mechanical and 
material parameters that define the fatigue notch sensitivity and notch size effect, and allow acceptable predictions. 
 
Acknowledgements 
Authors wishes to express his gratitude to the funding provided by CONICET (Consejo Nacional de Investigaciones 
Científicas y Técnicas), and by Agencia Nacional de Promoción Científica Tecnológica, Argentina (PICT2010 
Nro.0379). 



333 Mirco D. Chapetti and Andrés O. Guerrero  /  Procedia Engineering   66  ( 2013 )  323 – 333 

 
References 
 
[1] Miller KJ. The two thresholds of fatigue behaviour. Fat Fract Engng Mater Struct Vol.16 No9  (1993) pp.931-939. 
[2] Tanaka K and Nakai Y.  Prediction of fatigue threshold of notched components. Transactions of the ASME Vol.106 (1984) pp.192-199. 
[3] Smith RA and Miller KJ. Prediction of Fatigue Regimes in Notched Components. International Journal of Mechanical Sciences, Vol.20, 

(1978) pp.201-206. 
[4] El Haddad MH, Topper TH and Smith KN. Prediction of non propagating cracks. Engng Fract Mech 11 (1979) pp.573-584. 
[5] Dowling NE. Notched member fatigue life predictions combining crack initiation and propagation. Fat Engng Mater Struct Vol.2, (1979) 

pp129-138. 
[6] Fuchs HO, Stephens RI. Metal fatigue in engineering. NY: Wiley Interscience; 1980. 
[7]  Suresh S. Fatigue of Materials. Cambridge University Press, 1998.  
[8] Neuber H. Theory of notch stresses: principles for exact calculation of strength with reference to structural form and material. 2nd ed. Berlin: 

Springer; 1958. 
[9] Peterson RE. Notch sensitivity. In: Sines G, Waisman JL, editors. Metal fatigue. New York: McGraw-Hill; 1959. p. 293–306. 
[10] Kadi N and Pluvinage G. Analysis of fatigue failures for shafts with key-seats: application of a volumetric approach. In: Wu XR, Wang ZG, 

editors. Fatigue 2002, vol. 3. HEP-EMAS; 2002. p. 865–1872. 
[11]  Makkonen M. Size effect and notch size effect in metal fatigue. Thesis for the degree of Doctor of Science (Technology), Lappeenranta 

University of Technology. Acta Universitatis Lappeenrantaensis 83; 1999. 
[12]  Peterson RE. Stress concentration factors. New York, Wiley, 1974 
[13]  Neuber H. Theory of notch stress. Ann Arbor: J.W. Edwards Co; 1952 
[14]  Buch A. Fatigue strength calculation. Material science surveys, USA, N°6, 1998 
[15]  Wang Z and Zhao S. Fatigue design. Mechanical Industry Publisher, 1992. 
[16] Taylor  D. Geometrical effects in fatigue: a unifying theoretical model. International Journal of Fatigue 21 (1999) 413–420 
[17] Taylor D. Size effects in fatigue from notches. In: Johnson WS, editor. Fatigue 2006. Elsevier; 2006. on CD-Rom. 
[18] Lukás P, Kunz L, Weiss B and Stickler R. Notch size effect in fatigue. Fat Fract Engng Mater Struct Vol.12 No3, (1989) pp.175-186. 
[19] Tanaka K, Nakai Y and Yamashita M. Fatigue growth threshold of small cracks. Int  J Fract  Vol.17 No5 (1981) pp.519-532. 
[20] McEvily AJ and Minakawa K. On crack closure and the notch size effect in fatigue. Engng Fract Mech 28 No5/6 (1987) pp.519-527. 
[21] Tanaka K and Akiniwa Y. Resistance-curve method for predicting propagation threshold of short fatigue cracks at notches. Engng Fract 

Mech Vol.30 No6 (1988) pp.863-876. 
[22] Ting JC and Lawrence FV. A crack closure model for predicting the threshold stresses of notches. Fat Fract Engng Mater Struct 16 No1 

(1993) pp.93-114. 
[23] Chapetti MD, Kitano T, Tagawa T and Miyata T. Fatigue limit of blunt-notched components. Fatigue & Fracture of Engineering Materials & 

Structures, Vol.21 (1998) pp.1525-1536. 
[24] Chapetti MD, Kitano T, Tagawa T and Miyata T. Two small-crack extension force concept applied to fatigue limit of blunt notched 

components. International Journal of Fatigue, Vol.21, N°1, (1999) pp.77-82. 
[25]  Frost NE et al. Metal fatigue. Oxford: Clarendon Press; 1974. 
[26] Chapetti MD. Fatigue propagation threshold of short cracks under constant amplitude loading. Int J. of Fatigue Vol.25, No12, 2003, 

pp.1319-1326. 
[27]  Chapetti MD. International Journal of Fatigue 27 (2005) 493–501 
[28] Chapetti MD. Fatigue assessment using an integrated threshold curve method – Applications. Engineering Fracture Mechanics 75 (2008) 

1854–1863. 
[29]  Chapetti MD and Jaureguizahar LF. Fatigue behavior prediction of welded joints by using an integrated fracture mechanics approach. 

International Journal of Fatigue 43 (2012) 43–53 
[30] Chapetti MD. Static strengthening and fatigue blunt-notch sensitivity in lowcarbon steels. International Journal of Fatigue 23 (2001) 207–

214 
[31]  Frost NE. A relation between the critical alternating propagation stres and crack length for mild steel. Proc Instn Mech Engrs 173, 1959, 

811-827 
[32] Tanaka K and Akinawa Y. Notch-geometry effect on propagation threshold of short fatigue cracks in notched components. Fatigue’87, Third 

international conference on Fatigue and Fatigue thresholds, Vol.2, 1987, 739-748. 
 


